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Gortrac steel carriers are ideal for unique and challenging 
applications, elevated operating temperatures, and 
maximum unsupported spans. As the industry leader in metal 
carrier innovation, Dynatect off ers constructions suitable for 
both heavy “mill-duty” operation, as well as surprisingly 
lightweight designs without compromising strength.
•  Excellent load-bearing and unsupported travel capability 

(depending on carrier load)
•  Longer travels can be achieved with Gortrac Long Travel 

Support Systems (pages 102-105)
•  Unique, patented link designs reduce parts and simplify 

construction while providing the strongest carriers, at 
lighter weights, relative to size

•  Manufactured from plated or stainless steel – our zinc 
dichromate plating process off ers 70% better corrosion 
resistance than standard zinc plating

•  Open-style, self-cleaning designs allow dirt and debris to 
be expelled from the carrier, and leave cables/hoses open 
to regular inspection

•  Enclosed-style designs (with bolted aluminum lid armor 
plates) protect cables/hoses from heavy abrasive and hot 
chip loads

•  Typical applications: mobile construction equipment, cranes, 
manlifts, aerial work platforms, mill and foundry duty heavy 
machinery, paper converting equipment, and refi ning 
equipment

•  Standard pin and snap ring construction of SX, SRC, LRC, 
XL and XX Series allows adjustment of length with a snap 
ring tool. Snap ring kits for GX and MRC carriers are available 
upon request for length modifi cation or repair.

SA SERIES
Features:
•  Standard construction: stainless steel 

link with double locking points and 
integral fl at crossbars

•  Custom option: zinc-dichromate 
plated steel

•  Unique one-piece link design results 
in surprisingly lightweight carrier

•  Integral fl at crossbars provide added 
strength

•  Self-cleaning link design expels 
debris from critical areas of the link 
during operation

•  Small curve height

Quick Sizing Reference – inches 
(mm):
•  Link Height: 1.00 (25)
•  Link Pitch: 1.25 (32)
•  Curve Height (‘H’): 3.50 (89)

SB/SC SERIES
Features:
•  Standard construction: stainless steel 

sidebands with round aluminum 
crossbars

•  Custom option: zinc-dichromate 
plated stainless steel sidebands

•  Lightweight carrier provides 
unsupported spans superior to plastic

•  Unlimited cavity width fl exibility

Crossbar Option:
•  PVC Poly rollers

Quick Sizing Reference – inches 
(mm): 
SB Series
•  Link Height: 1.38 (35)
•  Link Pitch: 2.00 (51)
•  Curve Height (‘H’):  

5.50 (140)

Quick Sizing Reference – inches 
(mm):  
SC Series
•  Link Height: 2.00 (51)
•  Link Pitch: 2.40 (61)
•  Curve Heights (‘H’):  

7.50 – 13.25 (191 – 337)
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MRC SERIES
Features:
•  Standard construction: zinc-

dichromate plated steel sidebands 
with round aluminum crossbars

•  Patented half shear lockout link 
system simplifi es construction by 
reducing parts

•  Unlimited cavity width fl exibility
•  Non-essential center portions of 

the link that are not exposed to 
strain have been removed to further 
reduce weight

Crossbar Options:
•  Bolted aluminum fl at bar
•  PVC poly rollers
•  Easy-out aluminum round bar

Quick Sizing Reference – inches 
(mm):
•  Link Height: 2.00 (51)
•  Link Pitch: 3.00 (76)
•  Curve Heights (‘H’): 

7.50 – 17.00 (191 – 432)

GX SERIES
Features:
•  Standard construction: zinc-

dichromate plated steel link with 
double locking points and integral 
fl at crossbars alternating 
top/bottom every other link

•  Unique, one-piece link design results 
in surprisingly lightweight carrier

•  Integral fl at crossbars provide added 
strength

•  Priced competitively with plastic 
systems but signifi cantly stronger 
and longer unsupported span

•  Patented half shear lockout 
system simplifi es construction 
and reduces parts

Crossbar Options:
•  Bolted aluminum round bars
•  PVC poly rollers

Quick Sizing Reference – inches 
(mm):
•  Link Height: 2.00 (51)
•  Link Pitch: 2.50 (64)
•  Curve Heights (‘H’): 

6.00 – 13.25 (152 – 337)

SX SERIES
Features:
•  Standard construction: zinc-

dichromate plated steel sidebands 
with two locking points 
and round aluminum crossbars

•  Self-cleaning link design expels 
debris from critical areas of the link 
during operation

•  Unlimited cavity width fl exibility

Crossbar Options:
•  Bolted aluminum fl at bar
•  Snap-in aluminum fl at bar
•  PVC poly rollers
•  Easy-out aluminum round bar

Quick Sizing Reference – inches 
(mm):
•  Link Height: 3.20 (81)
•  Link Pitch: 4.00 (102)
•  Curve Heights (‘H’): 

10.13 – 27.31 (257 – 694)
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SRC SERIES
Features:
•  Standard construction: zinc-

dichromate plated steel sidebands 
with fl at aluminum crossbars

•  Custom option: stainless steel
•  Patented half shear lockout link 

system simplifi es construction by 
reducing parts

•  Unlimited cavity width fl exibility
•  Non-essential center portions of the 

link that are not exposed to strain have 
been removed to further reduce 
weight

•  Available as enclosed-style carrier with 
bolted aluminum armor plates (side 
bands are provided without openings)

Crossbar Options:
•  Bolted aluminum fl at bar 
•  Bolted aluminum round bar
•  PVC Poly rollers
•  Easy-out aluminum round bar 
•  Custom-machined cable/hose bar

Lid Option:
•  Bolted aluminum armor plate

Quick Sizing Reference – inches (mm):
•  Link Height: 3.00 (76)
•  Link Pitch: 4.00 (102)
•  Curve Heights (‘H’): 

11.00 – 27.50 (279 – 699)

LRC SERIES
Features:
•  Standard construction:  zinc-

dichromate plated steel sidebands 
with fl at aluminum crossbars

•  Custom option: stainless steel
•  Patented half shear lockout link 

system simplifi es construction by 
reducing parts

•  Unlimited cavity width fl exibility
•  Non-essential center portions of 

the link that are not exposed to 
strain have been removed to further 
reduce weight

•  Available as enclosed-style carrier with 
bolted aluminum armor plates (side 
bands are provided without openings)

Crossbar Options:
•  Bolted aluminum fl at bar
•  Bolted aluminum round bar 
•  PVC Poly rollers 
•  Easy-out aluminum round bar
•  Custom-machined cable/hose bar

Lid Option:
•  Bolted aluminum armor plate 

Quick Sizing Reference – inches (mm):
•  Link Height: 4.00 (102)
•  Link Pitch: 5.00 (127)
•  Curve Heights (‘H’): 

15.00 – 52.50 (381 – 1334)
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GORTUBE® STEEL | ENCLOSED-STYLE CARRIERS

XL SERIES
Features:
•  Standard construction: zinc-

dichromate plated steel sidebands 
with 4 locking points and round 
aluminum crossbars

•  Custom option: stainless steel; heavy 
“mill-duty” construction

•  Unlimited cavity width fl exibility
•  Available as enclosed-style carrier with 

bolted aluminum armor plates (XL6)

Crossbar Options:
•  Bolted aluminum round bar
•  Bolted aluminum fl at bar 
•  PVC Poly rollers
•  Custom machined cable/hose bar
•  Custom formed steel channel fl at bar

Lid Option (XL6 Models):
•  Bolted aluminum armor plate

Quick Sizing Reference – inches (mm):
XL6
•  Link Height: 5.91 (150)
•  Link Pitch: 7.38 (188)
•  Curve Heights (‘H’): 

26.00 – 65.00 (660 – 1651) 

Quick Sizing Reference – inches (mm):
XL8
•  Link Height: 7.87 (200)
•  Link Pitch: 9.33 (237)
•  Curve Heights (‘H’): 

29.00 – 80.00 (737 – 2032)

Quick Sizing Reference – inches (mm):
XL10
•  Link Height: 9.84 (250)
•  Link Pitch: 11.67 (296)
•  Curve Heights (‘H’): 

48.00 – 80.00  (1219 – 2032)

XX SERIES       NEW!
Features:
•  Standard construction: zinc-

dichromate plated steel sidebands 
with 3 locking points and round 
aluminum crossbars

•  Self-cleaning link design expels debris 
from critical areas of the link during 
operation

•  Unlimited cavity width fl exibility

Crossbar Options:
•  Bolted aluminum round bar
•  Bolted aluminum fl at bar
•  PVC Poly rollers 
•  Custom-machined cable/hose bar
•  Custom formed steel channel fl at bar

Quick Sizing Reference – inches (mm):
•  Link Height: 6.00 (152)
•  Link Pitch: 7.38 (187)
•  Curve Heights (‘H’): 

26.00 – 60.00 (660 – 1524)

Features:
•  Conduit-style galvanized steel tube 

fully encloses cables/hoses to resist 
hot chips, swarf, cutting oils and 
lubricants

•  Smooth, low-noise operation; suitable 
for fast speeds and accelerations

•  Construction options for high 
temperature, corrosive environments, 
or multi-axis and rotational 
applications 

•  Optional black oxide fi nish
•  Wide range of sizes – 24 diff erent size/

radius combinations

Fully-enclosed Gortube carriers off er the best protection from hot and abrasive elements and liquids, and can operate at 
faster speeds and accelerations.



156 Phone: 262-786-1500 or 800-298-2066  |  Fax: 262-786-3280  |  Email: sales@dynatect.com  |  www.dynatect.com

 
CABLE AND HOSE CARRIERS

METAL CARRIERS  |  QUICK SELECTION GUIDE

M
ETA

L  |  Quick Selection Guide

156

MODEL NO.
INNER HEIGHT

Dimension B 
inches (mm)

INNER WIDTH RANGE
Dimension A 
inches (mm)

OUTER HEIGHT
Dimension D 
inches (mm)

OUTER WIDTH RANGE
Dimension C 
inches (mm)

LINK PITCH 
inches (mm)

GORTRAC® OPEN-STYLE METAL CARRIERS
SA .89 (22) Customer Specified 1.00 (25) 1.29 (33) 1.25 (32)

SB* .62 (16) - .75 (19) Customer Specified 1.38 (35) Specified Width + .50 (13) 2.00 (51)

SC* 1.21 (31) - 1.38 (35) Customer Specified 2.00 (51) Specified Width + .50 (13) 2.40 (61)

MRC* 1.08 (27) - 1.25 (32) Customer Specified 2.00 (51) Specified Width + .62 (16) 3.00 (76)

GX* 1.51 (38) - 1.70 (43) 2.25 (57) - 7.00 (178) 2.00 (51) 2.69 (68) - 7.44 (189) 2.50 (64)

SX* 1.76 (45) - 2.00 (51) Customer Specified 3.20 (81) Specified Width + .58 (15) 4.00 (102)

SRC* 1.76 (45) - 1.97 (50) Customer Specified 3.00 (76) Specified Width + .69 (18) 4.00 (102)

LRC* 2.76 (70) - 2.97 (75) Customer Specified 4.00 (102) Specified Width + .69 (18) 5.00 (127)

XL6* 3.86 (98) - 4.08 (104) Customer Specified 5.91 (150) Specified Width + 1.25 (32) 7.38 (188)

XX6* 4.18 (106) - 4.40 (112) Customer Specified 6.00 (152) Specified Width + 0.81 (21) 7.38 (188)

XL8* 5.82 (148) - 6.05 (154) Customer Specified 7.87 (200) Specified Width + 1.25 (32) 9.33 (237)

XL10* 8.09 (206) - 8.32 (211) Customer Specified 9.84 (250) Specified Width + 1.25 (32) 11.67 (296)

*Multiple crossbar styles available – see specification page for options and inner height (dimension 'B').

GORTRAC ENCLOSED-STYLE METAL CARRIERS
SRC-AP (Aluminum Armor Plate) 1.76 (45) Customer Specified 3.00 (76) Specified Width + .69 (18) 4.00 (102)

LRC-AP (Aluminum Armor Plate) 2.76 (70) Customer Specified 4.00 (102) Specified Width + .69 (18) 5.00 (127)

XL6-AP (Aluminum Armor Plate) 4.17 (106) Customer Specified 5.91 (150) Specified Width + 1.25 (32) 7.38 (188)
GORTUBE® ENCLOSED-STYLE METAL CARRIERS
Gortube (Various) .62 (16) - 4.02 (102) .90 (23) - 8.35 (121) .79 (20) - 4.33 (110) 1.18 (30) - 8.66 (220) n/a

 

B = �Cavity Height (determined by the outer 
diameter of the largest cable/hose + 
safety factor)

A = �Cavity Width (determined by adding 
the outer diameters of all cables/hoses  
[= safety factor and divider widths])

C = Outer Width	
D = Outer Height

Total Travel
1/2 Total Travel

Offset

Clearance 1/2 Total Travel

CL
R

H

Optional Separator(s)

C
A

B D
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MINIMUM BENDING RADIUS
Dimension R 
inches (mm)

MOUNTING HEIGHT RANGE
Dimension H 
inches (mm)

MAXIMUM 
 UNSUPPORTED SPAN 

feet

SEPARATORS
AVAILABLE

PAGE  
NUMBER(S) MODEL NO.

1.25 (32) 3.50 (89) 6.2 No 162-163 SA

2.06 (52) 5.50 (140) 7 3 164-165 SB*

2.75 (70) - 5.62 (143) 7.50 (191) - 13.25 (337) 10.5 3 164-165 SC*

2.75 (70) - 7.50 (191 7.50 (191) - 17.00 (432) 15.8 3 166-167 MRC*

2.00 (51) - 5.63 (143) 6.00 (152) - 13.25 (337) FB 11.8 / RB 12.75 No 168-169 GX*

3.47 (88) - 12.06 (306) 10.13 (257) - 27.31 (694) 21.25 3 170-171 SX*

4.00 (102) 12.25 (311) 11.00 (279) - 27.50 (699) 21.75 3 172-173 SRC*

5.50 (140) - 24.25 (616) 15.00 (381) - 52.50 (1334) 24 3 172-173 LRC*

10.05 (255) - 29.55 (750) 26.00 (660) - 65.00 (1651) 31.5 3 176-177 XL6*

10.00 (254) - 27.00 (686) 26.00 (660) - 60.00 (1524) 28 3 174-175 XX6*

10.57 (268) - 36.07 (916) 29.00 (737) - 80.00 (2032) 35 3 178-179 XL8*

19.08 (485) - 35.08 (891) 48.00 (1219) - 80.00 (2032) 40 3 178-179 XL10*

5.25 (133) - 12.25 (311) 13.50 (343) - 27.50 (699) 21.25 ft 3 172-173 SRC-AP (Aluminum Armor Plate)

8.00 (203) - 24.25 (616) 20.00 (508) - 52.50 (1334) 24 ft 3 172-173 LRC-AP (Aluminum Armor Plate)

15.80 (401) - 29.55 (750) 37.50 (953) - 65.00 (1651) 31.5 ft 3 176-177 XL6-AP (Aluminum Armor Plate)

1.80 (46) - 13.80 (351) 4.40 (112) - 30.70 (780) Varies No 180-183 Gortube (Various)

CONSTRUCTION
STANDARD OPERATING TEMPERATURES

MINIMUM MAXIMUM
Glass-filled nylon -40°F  (-40°C) 250°F  (121°C)

Plated steel -40°F  (-40°C) 140°F  (160°C)

All stainless steel -40°F  (-40°C) 617°F  (325°C)

Stainless steel with aluminum crossbars -13°F  (-25°C) 482°F  (250°C)

Stainless steel with nylon components -40°F  (-40°C) 250°F  (121°C)

Plated steel with nylon components -40°F  (-40°C) 140°F  (60°C)

Gortube 32°F  (0°C) 212°F  (100°C)

Visit Dynatect.com  
for 2D and 3D drawings.

MODEL NO.
INNER HEIGHT

Dimension B 
inches (mm)

INNER WIDTH RANGE
Dimension A 
inches (mm)

OUTER HEIGHT
Dimension D 
inches (mm)

OUTER WIDTH RANGE
Dimension C 
inches (mm)

LINK PITCH 
inches (mm)

GORTRAC® OPEN-STYLE METAL CARRIERS
SA .89 (22) Customer Specified 1.00 (25) 1.29 (33) 1.25 (32)

SB* .62 (16) - .75 (19) Customer Specified 1.38 (35) Specified Width + .50 (13) 2.00 (51)

SC* 1.21 (31) - 1.38 (35) Customer Specified 2.00 (51) Specified Width + .50 (13) 2.40 (61)

MRC* 1.08 (27) - 1.25 (32) Customer Specified 2.00 (51) Specified Width + .62 (16) 3.00 (76)

GX* 1.51 (38) - 1.70 (43) 2.25 (57) - 7.00 (178) 2.00 (51) 2.69 (68) - 7.44 (189) 2.50 (64)

SX* 1.76 (45) - 2.00 (51) Customer Specified 3.20 (81) Specified Width + .58 (15) 4.00 (102)

SRC* 1.76 (45) - 1.97 (50) Customer Specified 3.00 (76) Specified Width + .69 (18) 4.00 (102)

LRC* 2.76 (70) - 2.97 (75) Customer Specified 4.00 (102) Specified Width + .69 (18) 5.00 (127)

XL6* 3.86 (98) - 4.08 (104) Customer Specified 5.91 (150) Specified Width + 1.25 (32) 7.38 (188)

XX6* 4.18 (106) - 4.40 (112) Customer Specified 6.00 (152) Specified Width + 0.81 (21) 7.38 (188)

XL8* 5.82 (148) - 6.05 (154) Customer Specified 7.87 (200) Specified Width + 1.25 (32) 9.33 (237)

XL10* 8.09 (206) - 8.32 (211) Customer Specified 9.84 (250) Specified Width + 1.25 (32) 11.67 (296)

*Multiple crossbar styles available – see specification page for options and inner height (dimension 'B').

GORTRAC ENCLOSED-STYLE METAL CARRIERS
SRC-AP (Aluminum Armor Plate) 1.76 (45) Customer Specified 3.00 (76) Specified Width + .69 (18) 4.00 (102)

LRC-AP (Aluminum Armor Plate) 2.76 (70) Customer Specified 4.00 (102) Specified Width + .69 (18) 5.00 (127)

XL6-AP (Aluminum Armor Plate) 4.17 (106) Customer Specified 5.91 (150) Specified Width + 1.25 (32) 7.38 (188)
GORTUBE® ENCLOSED-STYLE METAL CARRIERS
Gortube (Various) .62 (16) - 4.02 (102) .90 (23) - 8.35 (121) .79 (20) - 4.33 (110) 1.18 (30) - 8.66 (220) n/a
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PVC POLY ROLLERS
•  Provide a low-friction, mechanical wear surface ideal for 

hoses and soft-jacketed cables
•  Can be added to crossbars, vertical separators or 

horizontal dividers using round bars
•  Available on any carrier utilizing aluminum round bars

PVC Poly Roller over bolted aluminum round bar Bolted separator with PVC Poly Roller

CROSSBARS, WINDOW EXTENDERS, ARMOR PLATES

ALUMINUM CROSSBARS
•  Excellent low-friction, high-strength alternative to 

standard plastic bars 
•  Provided in customer-specifi ed cavity widths
•  Bolt-in fl at bar design off ers maximum torsional stability
•  Snap-in fl at bar design allows quick cavity access
•  Available on SX, SRC, LRC, XX and XL Series

Aluminum round bar Bolted aluminum fl at bar
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 E-Z OUT CROSSBARS
•  Boltless, snap-out removal system using innovative 

spring-loaded pin design
•  Off ers quick interior accessibility
•  Works with aluminum round bars
•  Poly rollers can be incorporated for lower wear 

requirements
•   Available on MRC, SX, SRC and LRC Series carriers

ARMOR PLATE STYLE ALUMINUM LIDS
•  Off er maximum protection against hot chips and 

heavy debris 
•  Ideal for severe and challenging applications 

(e.g., machine tools, mills, foundries)

WINDOW EXTENDERS
•  Provide extra interior space in many standard link sizes
•  Available in both standard and custom confi guration
•  Utilize various crossbar styles (fl at, round, poly rollers 

and custom formed
•  Can be easily added to most carriers
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CABLE/HOSE SLEEVES
•  Simple, reliable and cost-eff ective method to protect dynamic 

cables and hoses, either in a carrier or by themselves
•  Available with zipper, or hook and loop fasteners
•  Wide variety of materials for diverse application requirements
•  Provides protection from elements (ozone, heat and liquids)
•  Increases machine operator protection
•  Applications:  Hydraulic hose containment, protection of 

highly sensitive cables, electrical noise interference, aesthetic 
enhancement

VERTICAL SEPARATORS
•  Provide multiple compartments within a single link*
•  Snap or bolt into carrier crossbars
•  Available variety of styles, including stationary and rolling designs
•  Can be installed every link, or staggered for economy
•  Available on most carriers

* When sizing compartments, Dynatect recommends a safety factor of an additional 
10% for cables and 20% for hoses.

CAVITY SEPARATION
In applications with multiple cables and hoses, cavity separation is a 
simple, cost-eff ective method for preventing wear and entanglement. 
To achieve optimal separation, it is important that each individual 
compartment be less than twice the height of the cables/hoses 
inside. This will prevent them from crossing over each other and 
twisting. Proper separation reduces jacket wear and the potential for 
cables to corkscrew. Cavity separation can be achieved with simple, 
snap in vertical separators, or through a more sophisticated 
horizontal divider or shelving system that will optimize cavity space. 
The Dynatect Engineering Department can design a cavity 
separation system that is ideal for your specifi c application. 

MACHINED CABLE/HOSE BARS
•  Optimal placement – ensures each cable/hose rides neutral axis 

of carrier
•  Minimal wear – prolongs jacket and conductor life of cables/hoses)
•  Available in aluminum (pictured) or plastic block-style crossbars
•  Custom-bored to specifi c cable/hose diameters
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ZIP TIE MOUNTING BAR
•  Zip tie bars integrated into mounting brackets
•  Tiered structure for easy access
•  Easily removable clamping bars
•  Double rows of large fi ngers hold more zip ties
•  Anti-slip ridges on bar prevent cable slippage
•  Available on SRC, LRC, SX and XL6 Series carriers

CABLE/HOSE CLAMPS
•  Extend cable/hose life - relieves strain
•  Standard and custom designs available 
•  Fast and simple installation in virtually any application
•  High pressure hose clamping requirements can be 

accommodated
•  Gortrac Rail Clamping System
•  Custom UHMW clamps available 

See pages 96-97 for more information and specifi cations.

MOUNTING OPTIONS
In addition to standard brackets, Dynatect off ers other styles 
of brackets and options to simplify installation.
•  Custom mounting brackets can be provided for drop-in 

replacement on all carrier brands
•  Universal brackets are available
•  Brackets with zip tie bars can be added to SRC, LRC, SX and 

XL6 Series models (see below)

Custom mounting bracket with integrated bulk-head plate

Gortrac Rail Clamping SystemCustom UHMW Clamp
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Specify part number 
with dashes

Example:
SA1-35-15-#1 IN

Model Height Length Bracket 
Arrangement*

SA1 35 15" #1 IN

*Specify bracket fl ange: inward (IN) or outward (OUT).

NEW – SMALLEST STEEL CARRIER CURVE HEIGHT OF ONLY 3.5 INCHES (89mm)!

Key Features:
•  Great for small O.D. wire management in high temperature applications such as thermal couple wires
•  Self-cleaning link design expels debris from critical areas of the link during operation
• Standard construction is stainless steel. (Plated steel can be custom ordered)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

8.0
(2.44)

0

SA SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

SA1 0.94 (24) 1.29 (33) 0.70 (1.04)
 

SPECIFICATIONS

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

35 1.25 (32) 3.50 (89) 3.00 (76) 6.43 (163)
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CABLE AND HOSE CARRIERS

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

TOP VIEW MOUNTING BRACKET

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

0.21 (5)

0.38 (10)

1.38 (35)

1.12 (28)

0.50 (13) 0.63 (16)

Dimensions Typ. Both Ends

Recommended Clearance
Above Track 2.00 (51)

1/2 Total Travel
Total Travel

Moving End

Pitch Length
1.25 (32)

Fixed End

R

K

CL H

1/2 Total Travel

A
C

0.89 (22) 1.00 (25)

Dimensions in inches (mm)

SA SERIES  |  GORTRAC® STEEL (open-style carriers)



164 Phone: 262-786-1500 or 800-298-2066 | Fax: 262-786-3280 | Email: sales@dynatect.com | www.dynatect.com

CABLE AND HOSE CARRIERS

SB/SC SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

SB SC

10.0
(14.88)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

0

SB/SC SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

SB Customer Specifi ed A + 0.50 (13) 1.08 (1.61)
SC Customer Specifi ed A + 0.50 (13) 1.72 (2.56)

 

SPECIFICATIONS

Crossbar Styles:
RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

SB – 55 2.06 (52) 5.50 (140) 4.75 (121) 10.50 (267)
SC – 75 2.75 (70) 7.50 (191) 6.75 (171) 14.50 (368)
SC – 115 4.75 (121) 11.50 (292) 8.75 (222) 21.00 (533)
SC – 1325 5.62 (143) 13.25 (337) 9.63 (245) 24.00 (610)

 

Specify part number 
with dashes

 Example:
SB-RB-3.00-55-1-48-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

SB RB 3.00" 55 1 48" #1 IN

*Specify bracket fl ange: inward (IN) or outward (OUT).

Bar Width Height Separators Length Bracket 

SB Series (“RB” Crossbar) SC Series (“PR” Crossbar)
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CABLE AND HOSE CARRIERS

SB/SC SERIES  |  GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

TOP VIEW MOUNTING BRACKET

Fixed End

Moving End

CL

Pitch Length
SB=2.00 (51)
SC=2.40 (61)

H

Total Travel
K1/2 Total Travel1/2 Total Travel

Recommended Clearance
Above Track 2.00 (51) 

R

Support Surface

RB=
0.75 (19) PR=0.62 (16)

A
C

Optional Separator

1.38
(35)

SB SC

RB=
1.38 (35) PR=1.21 (31)

A
C

Optional Separator

2.00
(51)

Fixed End
Moving End

A-
1.50 (38)

A-
0.72
(18)

A-
0.50
(13)

A-
1.25 (32)

A+
0.89 
(23)

A+
1.64 
(42)

A+
1.00 
(25)

A+
1.75 
(44)

0.34 (9)

0.27 (7) x 0.38 (10) Slot Typ.

0.79 (18)
1.38 (35)

Fixed End
Moving End

A-
1.97 (50)

A-
0.97
(25)

A-
0.81
(21)

A-
1.81 (46)

A+
1.13 
(29)

A+
2.13 
(54)

A+
1.25 
(32)

A+
2.38 
(60)

0.34 (9)

0.31 (8) x 0.75 (19) Slot Typ.

1.50 (38)
2.19 (56)

SB SC

w
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CABLE AND HOSE CARRIERS

MRC SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

16.0
(4.88)

10.0
(14.88)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

MRC SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

MRC Customer Specifi ed A + 0.62 (16) 2.95 (4.39)
 

SPECIFICATIONS

Crossbar Styles:
RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     AF = Bolted Aluminum Flat Bar     

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

75 2.75 (70) 7.50 (191) 7.00 (178) 14.50 (368)
115 4.75 (121) 11.50 (292) 8.00 (229) 21.00 (533)

1325 5.63 (143) 13.25 (337) 9.75 (248) 23.50 (597)
170 7.50 (191) 17.00 (432) 11.75 (298) 29.50 (749)

 

Specify part number 
with dashes

 Example:
MRC-AF-4.00-75-1-90-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

MRC AF 4.00" 75 1 90" #1 IN

*Specify bracket fl ange: inward (IN) or outward (OUT).

(open-style carriers)
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CABLE AND HOSE CARRIERS

MRC SERIES  |  GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

Pitch Length
3.00 (76)

CL

R

1/2 Total Travel

H

KTotal Travel
1/2 Total Travel

Recommended Clearance
Above Track 3.00 (76)

Moving End

Fixed End

Support Surface

TOP VIEW MOUNTING BRACKET

A-
2.00
(51)

A-
1.00 
(25)

A+
1.25
(32)

A+
2.25 
(57)

A-
1.75
(44)

A-
0.75
(19)

A+
1.50 
(38)

A+
2.50 
(64)

1.50 (38)
2.50 (64)

0.50 (13)

0.31 (8) x 0.50 (13) Slot Typ.

2.75 (70)
1.50 (38)

0.75 (19.05)

Female Male

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

RB=
1.25 (32)

A
C

AF=1.21 (31)

0.16 (4)

0.50 (13)

Optional
Separator

2.00
(51) PR=1.08 (27)

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

GX SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

10.0
(14.88)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

RB
FB

 STEEL (open-style carriers)

GX SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
GX225-FB-60-35-#1 IN

Model Bar Style* Height Length Bracket 
Arrangement**

GX225 FB 60 35" #1 IN

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

GX225 2.25 (57) 2.69 (68) 1.80 (2.68)
GX300 3.00 (76) 3.44 (87) 1.90 (2.83)
GX450 4.50 (114) 4.94 (125) 2.00 (2.98)
GX550 5.50 (140) 5.94 (151) 2.10 (3.12)
GX700 7.00 (178) 7.44 (189) 2.20 (3.27)

 

SPECIFICATIONS

Crossbar Styles:
FB = Alternating Link Flat Bar     RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

60 2.00 (51) 6.00 (152) 5.50 (140) 11.28 (287)
75 2.75 (70) 7.50 (191) 6.25 (159) 13.64 (346)

100 4.00 (102) 10.00 (254) 7.50 (191) 17.57 (446)
1325 5.63 (143) 13.25 (337) 9.13 (232) 22.69 (576)

  * Crossbar options:   1) FB = steel crossbar alternating inside/outside radius (standard construction).  
2) RB/PR = aluminum round bar ‘RB’/poly roller ‘R’ on inside radius (optional construction).

**Specify bracket fl ange: inward (IN) or outward (OUT).
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CABLE AND HOSE CARRIERS

GX SERIES  |  GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

TOP VIEW MOUNTING BRACKET

CARRIER CROSS SECTION

Dynatect Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

A-
1.86 
(47)

Moving End

A-
0.86 
(22)

A+
1.40 
(36)

A+
2.40 
(61)

1.50 (38)
2.50 (64)

0.50 (13)

1.75 (44)
3.00 (76)

A-
2.10 
(53)

A-
1.10 
(28)

A+
1.16 
(29)

A+
2.16 
(55)

0.31 (8) x 0.50 (13)
Slot Typ.

Fixed End

A-
1.50 
(38)

0.34 (9)

(Pre-Hole Links)

RB=
1.57 (40)

2.00 
(51)

PR=
1.51 (38)

U = A - 0.14 (4)

A

C

FB=
1.70 (43)

CL

1/2 Total Travel 1/2 Total Travel
Total Travel

Pitch Length
2.50 (64)

R
H

K

Fixed End

Moving End

Optional Construction: ‘RB’/‘PR’ 
(bolted crossbars on inside radius)

Recommended Clearance 
Above Track 2.50 (64)

Standard Construction: ‘FB’
(alternating links, no bolted crossbars)

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

SX SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

Specify part number 
with dashes

 Example:
SX-RB-3.25-170-1-120-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

SX RB 3.25" 170 1 120" #1 IN

*Specify bracket fl ange: inward (IN) or outward (OUT).

MODEL NO. A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

SX Customer Specifi ed A + 0.58 (15) A - 0.47 (12) 4.6 (6.85)

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      AFS = Snap-In Aluminum Flat Bar       

RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

110 3.47 (88) 10.13 (257) 9.16 (233) 18.90 (480)
135 4.87 (124) 12.93 (328) 10.56 (268) 23.29 (592)
170 6.78 (172) 16.75 (425) 12.47 (317) 29.29 (744)
200 8.34 (212) 19.87 (505) 14.03 (356) 34.19 (868)
245 10.59 (269) 24.37 (619) 16.28 (414) 41.25 (1048)
275 12.06 (306) 27.31 (694) 17.75 (451) 45.87 (1165)

 

GORTRAC  STEEL (open-style carriers)

24.0
(7.32)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 kg

/m
)

0

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

21.0
(6.40)

15.0
(4.57)

9.0
(2.74)

3.0
(0.91)

18.0
(5.49)

6.0
(1.83)

12.0
(3.66)

SX SERIES – WEIGHT LOAD
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CABLE AND HOSE CARRIERS

SX SERIES  |  GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

CARRIER CROSS SECTION

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

TOP VIEW MOUNTING BRACKET

3.20 (81) AF/AFS=2.00 (51) RB=1.94 (49) PR=1.76 (45)

0.19 (5)

U

A

C

0.19 (5)

Optional Separator

1/2 Total Travel 1/2 Total Travel K

HR

Support Surface

CL

Pitch Length
4.00 (102)

Total Travel

Moving End

Fixed End

Recommended Clearance
Above Track 4.00 (102)

Fixed End Moving End

0.41 (10) X 0.88 (22)
Slots Typ.0.63 (16)

4.25 (108)
3.00 (76)

A
A-

2.25
(57)

A-
1.12
(28)

A+
1.36
(35)

A+
2.50
(64)

A-
2.50
(64)

A-
1.36
(34)

A+
1.12
(28)

A+
2.25
(57)

1.50 (38)

6.00 (152)
3.87 (98)

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)



172 Phone: 262-786-1500 or 800-298-2066 | Fax: 262-786-3280 | Email: sales@dynatect.com | www.dynatect.com

CABLE AND HOSE CARRIERS

SRC/LRC SERIES | GORTRAC® STEEL (open- & enclosed-style carriers)

G
O

RTRA
C  |  O

pen- &
 Enclosed-Style M

etal Carriers

MODEL NO. A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

SRC Customer Specifi ed A + 0.69 (17) A - 0.28 (7) 5.00 (7.44)
LRC Customer Specifi ed A + 0.69 (17) A - 0.40 (10) 6.00 (8.93)

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     

MC = Machined Carrier Bar (Custom)     AP = Bolted Aluminum Armor Plate (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

SRC-110* 4.00 (102) 11.00 (279) 9.50 (241) 20.56 (522)
SRC-135 5.25 (133) 13.50 (343) 10.75 (273) 24.49 (922)
SRC-170 7.00 (178) 17.00 (432) 12.50 (318) 29.98 (761)
SRC-200 8.50 (216) 20.00 (508) 14.00 (356) 34.69 (881)
SRC-245 10.75 (273) 24.50 (622) 16.25 (413) 41.76 (1061)
SRC-275 12.25 (311) 27.50 (699) 17.75 (451) 46.47 (1180)

LRC-150* 5.50 (140) 15.00 (381) 12.50 (318) 27.27 (693)
LRC-200 8.00 (203) 20.00 (508) 15.00 (381) 35.12 (892)
LRC-275 11.75 (298) 27.50 (699) 18.75 (476) 46.90 (1191)

LRC-3125 13.63 (346) 31.25 (794) 20.63 (524) 52.78 (1341)
LRC-350 15.50 (394) 35.00 (889) 22.50 (572) 58.67 (1490)
LRC-415 18.75 (476) 41.50 (1054) 25.75 (654) 68.88 (1749)
LRC-525 24.25 (616) 52.50 (1334) 31.25 (794) 86.15 (2188)

 *Armor plates are not available with the 110 (SRC-110) and 150 (LRC-150) curve heights.

24.0
(7.32)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

21.0
(6.40)

15.0
(4.57)

9.0
(2.74)

3.0
(0.91)

18.0
(5.49)

6.0
(1.83)

12.0
(3.66)

0

LRC
SRC

SRC/LRC SERIES – WEIGHT LOAD

*Specify bracket fl ange: inward (IN) or outward (OUT).

Specify part number 
with dashes

 Example:
SRC-RB-5.25-110-2-72-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

SRC RB 5.25" 110 2 72" #1 IN

SRC SRC-AP LRC LRC-AP



173

PLA
STIC  |  O

PEN
-STYLE

173Phone: 262-786-1500 or 800-298-2066  |  Fax: 262-786-3280  |  Email: sales@dynatect.com  |  www.dynatect.com

 
CABLE AND HOSE CARRIERS

SRC/LRC SERIES  |  GORTRAC® STEEL (open- & enclosed-style carriers)

G
O

RTRA
C  |  O

pen- &
 Enclosed-Style M

etal Carriers

A-
SRC=2.50 (64)
LRC=3.25 (83)

A-
SRC=1.25 (32)
LRC=1.50 (38)

A+
SRC=1.50 (38) 
LRC=1.75 (44)

A+
SRC= 2.75 (70) 
LRC= 3.50 (89)

A-
SRC=2.25 (57)
LRC=3.00 (76)

A-
SRC=1.00 (25)
LRC=1.25 (32)

A+
SRC=1.75 (44) 
LRC=2.00 (51)

A+
SRC=3.00 (76)
LRC=3.75 (95)

3.00 (76)

4.25 (108)
0.63 (16)

3.88 (99)

1.50
(38)

6.00 (152)

0.41 (10) x 0.75 (19) Slot Typ.

Female Male

TOP VIEW MOUNTING BRACKET

A
C

AF=
SRC=1.97 (50)
LRC=2.97 (75)

SRC=
3.00 (76)

LRC=
4.00 (102)

U

PR=
SRC=1.76 (45)
LRC=2.76 (70)

RB=
SRC=1.94 (49)
LRC=2.94 (75)

A
C

U

AP=
SRC=1.76 (45)
LRC=2.76 (70)

SRC=
3.00 (76)

LRC=
4.00 (102)

Optional 
Separator

Optional 
Separator

SRCAP/LRCAP
(w/Aluminum Lids)

SRC/LRC

CARRIER CROSS SECTION

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

Total Travel
1/2 Total Travel

Moving End

Fixed End

1/2 Total Travel

Support Surface

H

K

CL

R

Recommended Clearance
Above Track 4.00 (102)

Pitch Length
SRC=4.00 (102)
LRC=5.00 (127)
 

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

XX SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

*Specify bracket fl ange: inward (IN) or outward (OUT).    

Specify part number 
with dashes

 Example:
XX6-RB-6.25-470-1-144-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

XX6 RB 6.25" 470 1 144" #1 IN

MODEL NO. A
inches (mm)

C
inches (mm)

U (USABLE CAVITY WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

XX6 Customer Specifi ed A + 0.81 (21) A - 0.38 (10) 13.00 (19.35)

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     

MC = Machined Carrier Bar (Custom)     FC = Formed Channel Bar (Custom)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

260 10.00 (254) 26.00 (660) 20.36 (517) 45.46 (1155)
375 15.75 (400) 37.50 (953) 25.95 (659) 63.79(1620)
470 20.50 (521) 47.00 (1194) 30.73 (780) 78.81 (2002)
530 23.50 (597) 53.00 (1346) 33.88 (861) 88.28 (2242)
600 27.00 (686) 60.00 (1524) 37.31 (948) 99.32 (2523)

40.0
(12.19)

60.0
(89.29)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

0

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

35.0
(10.67)

25.0
(7.62)

15.0
(4.57)

5.0
(1.52)

30.0
(9.14)

10.0
(3.05)

20.0
(6.10)

XX

XX SERIES – WEIGHT LOAD

Aluminum Flat Bar (XX6-AF)

Poly Roller over Round Bar (XX6-PR)

Aluminum Round Bar (XX6-RB)



175

PLA
STIC  |  O

PEN
-STYLE

175Phone: 262-786-1500 or 800-298-2066 | Fax: 262-786-3280 | Email: sales@dynatect.com | www.dynatect.com

CABLE AND HOSE CARRIERS

XX SERIES | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

TOP VIEW MOUNTING BRACKET

CARRIER CROSS SECTION

Dynatect Recommends:   
• 10% Cable Clearance   
• 20% Hose Clearance  
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Off set Distance 
From Center*) = Length
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance off set 
from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

A
A-

4.67
(119)

A-
2.42
(61)

A+
3.08
(78)

A+
5.33
(135)

A-
4.34
(110)

A-
2.09
(53)

A+
2.75
(70)

A+
5.00
(127)

0.59 x 1.25 (15 x 32) Slot Typ.

7.00
(178)
5.00
(127)

1/2 Total Travel K

H

CL

R

Pitch Length
7.38 (188)

Moving End

Fixed End

Support Surface

Recommended Clearance
Above Track: 4.00 (102)

1/2 Total Travel
Total Travel

C
A
U

AF=
4.40
(112)

PR=
4.18
(106)

RB=
4.40
(112)

6.00
(152)

1.25 (32)
0.38 (10)

Optional
Separator

1.13 (29)
0.38 (10) 0.38 (10)

1.13 (29) Optional
Separator

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

XL SERIES* (XL6) | GORTRAC® STEEL (open- & enclosed-style carriers)

G
O

RTRA
C  |  O

pen- &
 Enclosed-Style M

etal Carriers

*XL6 – See pages 178-179 for XL8 and XL10 larger cavity heights.  **Specify bracket fl ange: inward (IN) or outward (OUT).    

Specify part number 
with dashes

 Example:
XL6-AF-5.25-470-2-111-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement**

XL6 AF 5.25" 470 2 111" #1 IN

MODEL NO. A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

XL6 Customer Specifi ed A + 1.25 (32) A - 0.51 (13) 20.00 (29.76)
 

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     

MC = Machined Carrier Bar (Custom)     FC = Formed Channel Bar (Custom)    AP = Bolted Aluminum Armor Plate (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

260* 10.05 (255) 26.00 (660) 20.38 (518) 46.31 (1176)
375 15.80 (401) 37.50 (953) 26.13 (664) 64.36 (1635)
470 20.55 (522) 47.00 (1194) 30.88 (784) 79.28 (2014)
530 23.55 (598) 53.00 (1346) 33.88 (861) 88.70 (2253)
650 29.55 (750) 65.00 (1651) 39.88 (1013) 107.54 (2731)

*Armor plates are not available with the 260 curve height (XL6-260).

40.0
(12.19)

60.0
(89.29)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

0

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

35.0
(10.67)

25.0
(7.62)

15.0
(4.57)

5.0
(1.52)

30.0
(9.14)

10.0
(3.05)

20.0
(6.10)

XL6

XL8

XL10

XL SERIES – WEIGHT LOAD

Aluminum Flat Bar

Aluminum Armor Plates

Custom Window Extender with Aluminum 
Flat Bar

Custom Formed Channel Bar

Poly Roller over Aluminum Bar
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CABLE AND HOSE CARRIERS

XL SERIES* (XL6) | GORTRAC® STEEL (open- & enclosed-style carriers)

G
O

RTRA
C  |  O

pen- &
 Enclosed-Style M

etal Carriers

0.59 (15) x 1.25 (32) Slot Typ.

A+
5.00
(127)

A+
2.75
(70)

A-
2.25
(57)

A-
4.50 (114)

A-
4.00 (102)

A-
1.75
(44)

A+
3.25
(83)

A+
5.50
(140)

Female Male

5.00 (127)
7.00 (178)

TOP VIEW MOUNTING BRACKET

AF=
4.08
(104)

5.91
(150)

A
C

0.50
(13)

U

PR=
3.86
(98)

RB=
4.08
(104)

1.13
(29)

0.38 (10)

A
C

5.91
(150)

Optional
Separator

U

0.25 (6)

AP=
4.17
(106)

0.75 (19)
Optional

Separator
Optional
Separator

XL6AP
(w/Aluminum Lids)

XL6

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

K1/2 Total Travel1/2 Total Travel
Total Travel

Support Surface

R

Moving End

Fixed End CL

Recommended Clearance 
Above Track 4.00 (102) 

Pitch Length
XL6=7.38 (188)

H

CARRIER SIDE VIEW

Travel/2 + CL (+ Off set Distance 
From Center*) = Length
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance off set 
from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

XL SERIES* (XL8/XL10) | GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

*XL8 and XL10 – See pages 176-177 for XL6 smaller cavity height.  **Specify bracket fl ange: inward (IN) or outward (OUT).   

Specify part number 
with dashes

 Example:
XL8-AF-10.25-540-4-60-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement**

XL8 AF 10.25" 540 4 60" #1 IN

MODEL NO. A
inches (mm)

C
inches (mm)

U (USABLE WIDTH)
inches (mm)

WEIGHT
lb/ft (kg/m)

XL8 Customer Specifi ed A + 1.25 (32) A - 0.51 (13) 28.00 (41.66)
XL10 Customer Specifi ed A + 1.25 (32) A - 0.51 (13) 32.00 (47.62)

 

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar     

MC = Machined Carrier Bar (Custom)     FC = Formed Channel Bar (Custom)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

XL8 - 290 10.57 (268) 29.00 (737) 23.83 (605) 51.84 (1317)
XL8 - 330 12.57 (319) 33.00 (838) 25.83 (656) 58.12 (1476)
XL8 - 470 19.57 (497) 47.00 (1194) 32.83 (834) 80.10 (2035)
XL8 - 540 23.07 (586) 54.00 (1372) 36.33 (923) 91.09 (2314)
XL8 - 800 36.07 (916) 80.00 (2032) 49.33 (1253) 131.91 (3351)

XL10 - 480 19.08 (485) 48.00 (1219) 35.66 (906) 82.23 (2114)
XL10 - 600 25.08 (637) 60.00 (1524) 41.66 (1058) 102.07 (2593)
XL10 - 800 35.08 (891) 80.00 (2032) 51.66 (1312) 133.47 (3390)

 

40.0
(12.19)

60.0
(89.29)

50.0
(74.41)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

0

40.0
(59.53)

30.0
(44.65)

20.0
(29.76)

10.0
(14.88)

35.0
(10.67)

25.0
(7.62)

15.0
(4.57)

5.0
(1.52)

30.0
(9.14)

10.0
(3.05)

20.0
(6.10)

XL6

XL8

XL10

XL SERIES – WEIGHT LOAD

Shown: 24" steel XL carrier for paper converting 
application. XL side links can be provided in custom sizes.
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CABLE AND HOSE CARRIERS

XL SERIES* (XL8/XL10)  |  GORTRAC® STEEL (open-style carriers)

G
O

RTRA
C  |  O

pen-Style M
etal Carriers

A-
5.50
(140)

A-
2.50
(64)

A+
3.00 
(76)

A+
6.00
(152)

8.00 (203)
11.00 (279)

1.50 (38)

6.38 (162)
11.88
(302)

4.00 (102)

0.59 (15) x 
1.25 (32)
Slot Typ.

A-
5.00 
(127)

A-
2.00 
(51)

A+
3.50
(89)

A+
6.50 
(165)

Female Male

7.50 (191)
13.00 (330)

0.63 (16) x 
1.25 (32)
Slot Typ.

Female Male

A-
5.50
(140)

A-
2.50
(64)

A+
3.00 
(76)

A+
6.00
(152)

8.00 (203)
11.00 (279)

1.50 (38) 4.00 (102)

A-
5.00 
(127)

A-
2.00 
(51)

A+
3.50
(89)

A+
6.50 
(165)

XL10 BracketXL8 Bracket

TOP VIEW MOUNTING BRACKET

A
C

AF=
6.05
(154)

7.87
(200)

0.50 (13)Optional
Separator

U

PR=
5.82
(148)

RB=
6.05
(154)

9.84
(250)

RB=
8.32
(211)

PR=
8.09
(206)

A
C

U

XL10XL8

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

K1/2 Total Travel1/2 Total Travel
Total Travel

Support Surface

R

Moving End

Fixed End CL

Recommended Clearance 
Above Track 4.00 (102) 

Pitch Length
XL8=9.33 (237)

XL10=11.67 (296) 

H

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

GORTUBE® SERIES  |  STEEL (enclosed-style carriers)

G
O

RTU
BE  |  Enclosed-Style M

etal Carriers

SPECIFICATIONS

MODEL NO. A
inches (mm)

B
inches (mm)

C
inches (mm)

D
inches (mm)

WEIGHT
lb/ft (kg/m)

CO 1.02 (26) 0.63 (16) 1.18 (30) 0.79 (20) 0.40 (0.60)
C1 1.79 (45) 1.00 (25) 1.97 (50) 1.18 (30) 0.90 (1.34)
C1A 1.79 (45) 1.79 (45) 1.97 (50) 1.97 (50) 0.90 (1.34)
C1B 1.98 (50) 1.59 (40) 2.17 (55) 1.77 (45) 0.90 (1.34)
C2 2.97 (75) 1.59 (40) 3.15 (80) 1.77 (45) 1.50 (2.23)
C2C 3.17 (81) 1.59 (40) 3.35 (85) 1.77 (45) 1.70 (2.53)
C2A 3.56 (90) 1.79 (45) 3.74 (95) 1.97 (50) 2.10 (3.12)
C2AA 3.17 (81) 2.19 (56) 3.35 (85) 2.36 (60) 2.10 (3.12)
C3 4.11 (104) 2.15 (55) 4.33 (110) 2.36 (60) 2.40 (3.57)
C3A 4.29 (109) 2.93 (74) 4.53 (115) 3.15 (80) 2.40 (3.57)
C3AA 4.31 (109) 2.15 (55) 4.53 (115) 2.36 (60) 2.80 (4.17)
C3C 5.26 (134) 3.29 (84) 5.51 (140) 3.54 (90) 3.50 (5.21)
C4 6.48 (165) 2.93 (74) 6.69 (170) 3.15 (80) 3.80 (5.65)
C5 6.42 (163) 3.50 (89) 6.69 (70) 3.74 (95) 4.00 (5.95)
C6 7.68 (195) 3.71 (94) 7.87 (200) 3.94 (100) 4.10 (6.10)
C7 8.43 (214) 4.09 (104) 8.66 (220) 4.33 (110) 4.60 (6.84)

 
HEIGHT NO. R

inches (mm)
H

inches (mm)
K

inches (mm)
CL

inches (mm)
P

inches (mm)
CO-4 1.77 (45) 5.15 (131) 3.20 (81) 7.64 (194) 1.00 (25)
C1 - 6 2.56 (65) 7.12 (181) 4.00 (102) 9.74 (247) 1.50 (38)
C1 - 9 3.54 (90) 9.10 (231) 5.60 (142) 14.06 (357) 1.50 (38)
C1 - 13 5.51 (140) 13.06 (332) 7.50 (191) 20.11 (511) 1.50 (38)
C1A - 10 3.94 (100) 10.65 (271) 6.00 (152) 14.53 (369) 1.50 (38)
C1B - 9 3.54 (90) 9.67 (246) 5.50 (140) 13.27 (337) 1.50 (38)
C2 - 10 3.54 (90) 9.67 (246) 5.90 (150) 14.07 (357) 2.00 (51)
C2 - 175 7.48 (190) 17.56 (446) 9.80 (249) 26.37 (670) 2.00 (51)
C2 - 22 8.66 (220) 19.91 (506) 11.80 (300) 31.72 (806) 2.00 (51)
C2C - 11 3.54 (90) 9.67 (246) 6.40 (163) 15.07 (383) 2.00 (51)
C2A - 12 4.33 (110) 11.48 (292) 7.00 (178) 16.98 (431) 2.50 (64)
C2AA - 135 5.51 (140) 14.19 (360) 7.70 (196) 19.33 (491) 2.50 (64)
C3 - 135 5.32 (135) 14.21 (361) 7.70 (196) 19.11 (485) 2.50 (64)
C3 - 20 8.27 (210) 20.11 (511) 11.10 (282) 29.28 (744) 3.00 (76)
C3 - 26 11.22 (285) 26.02 (661) 14.00 (356) 38.45 (977) 3.00 (76)
C3A - 18 6.69 (170) 17.76 (451) 9.90 (251) 24.29 (617) 3.00 (76)
C3AA - 13 5.32 (135) 14.21 (361) 7.30 (185) 18.31 (465) 3.00 (76)
C3C - 18 7.09 (180) 18.93 (481) 10.00 (254) 24.55 (624) 3.00 (76)
C4 - 18 6.89 (175) 18.14(461) 9.90 (251) 24.52 (623) 3.00 (76)
C4 - 23 9.25 (235) 22.87 (581) 12.50 (318) 32.41 (823) 3.00 (76)
C4 - 31 13.19 (335) 30.74 (781) 16.40 (417) 44.71 (1136) 3.00 (76)
C5 - 22 8.27 (210) 21.50 (546) 11.90 (302) 29.50 (749) 3.00 (76)
C6 - 23 8.66 (220) 22.50 (572) 12.50 (318) 30.95 (786) 3.00 (76)
C7 - 24 9.25 (235) 24.08 (612) 13.00 (330) 32.23 (819) 3.00 (76)

 

Specify part number 
with dashes

Example:
C1-9-36-STD#1/STD#1

Model Height Length Flange  
Arrangement*

C1 9 36" STD#1/STD#1

*Specify for each: fixed end/moving end. See pages 182-183 for flange options.
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CABLE AND HOSE CARRIERS

G
O

RTU
BE  |  Enclosed-Style M

etal Carriers

GORTUBE® SERIES | STEEL (enclosed-style carriers)

Optional Construction Types:
(Please consult factory for lead times)
• Amfl ex (inner band)
• Riveted
• No Band
• Black Oxide fi nish

Please see next page for mounting options.

C

A

DB

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Support Surface

Total Travel
1/2 Total Travel 1/2 Total Travel

P
K

H

CL

Moving End

Fixed End

R

CARRIER SIDE VIEW

Travel/2 + CL (+ Off set Distance From Center*) = Length
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length.

In cases where center mounting is not possible, add the distance off set from center to the carrier length calculation.

Please see next page for mounting options.
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CABLE AND HOSE CARRIERS

GORTUBE® SERIES | MOUNTING FLANGES (enclosed-style carriers)

G
O

RTU
BE  |  Enclosed-Style M

etal Carriers

SPECIFICATIONS – STANDARD FLANGE OPTIONS

MODEL NO. C1
inches (mm)

D1
inches (mm)

Q
inches (mm)

M
inches (mm)

E
inches (mm)

E1
inches (mm)

F
inches (mm)

L
inches (mm)

CO 1.33 (34) 0.94 (24) 0.50 (13) 0.22 (6) 1.63 (41) - 1.25 (32) 2.00 (51)
C1 2.11 (54) 1.34 (34) 0.88 (22) 0.28 (7) 1.75 (44) - 1.19 (30) 2.38 (60)
C1A 2.11 (54) 2.12 (54) 0.88 (22) 0.38 (10) 1.69 (43) - 1.19 (30) 2.38 (60)
C1B 2.31 (59) 1.93 (49) 0.88 (22) 0.28 (7) 1.75 (44) - 1.19 (30) 2.38 (60)
C2 3.32 (84) 1.96 (50) 1.94 (49) 0.28 (7) 2.69 (68) - 1.75 (44) 3.56 (90)
C2C 3.52 (89) 1.96 (50) 1.94 (49) 0.38 (10) 3.05 (77) 2.17 (55) 1.75 (44) 3.52 (89)
C2A 3.92 (100) 2.15 (55) 2.50 (64) 0.34 (9) 3.25 (83) - 2.06 (52) 4.19 (106)
C2AA 3.52 (89) 2.55 (65) 1.94 (49) 0.38 (10) 3.44 (87) 2.19 (56) 1.75 (44) 4.13 (105)
C3 4.58 (116) 2.62 (67) 2.75 (70) 0.34 (9) 3.56 (90) 2.50 (64) 2.50 (64) 4.75 (121)
C3A 4.78 (121) 3.41 (87) 2.75 (70) 0.41 (10) 3.50 (90) - 2.38 (60) 4.75 (121)
C3AA 4.77 (121) 2.62 (67) 2.75 (70) 0.38 (10) 4.67 (119) 3.42 (87) 3.00 (76) 5.36 (136)
C3C 5.76 (146) 3.80 (97) 3.50 (89) 0.38 (10) 5.80 (147) 3.67 (93) 3.50 (89) 6.25 (159)
C4 6.94 (176) 3.41 (87) 3.94 (100) 0.34 (9) 4.75 (121) 3.50 (89) 3.13 (80) 6.31 (160)
C5 6.95 (177) 4.01 (102) 4.00 (102) 0.34 (9) 6.13 (156) 4.94 (125) 3.69 (94) 7.31 (186)
C6 8.15 (207) 4.22 (107) 4.75 (121) 0.41 (10) 6.69 (170) 5.38 (137) 3.94 (100) 8.13 (207)
C7 8.94 (227) 4.62 (117) 5.50 (140) 0.41 (10) 7.38 (187) 5.88 (149) 4.16 (106) 8.75 (222)

 

Q

M (Dia.)

C1

L
E

E1

D1

F

GORTUBE STANDARD FLANGE

STANDARD FLANGE ARRANGEMENTS – Please specify arrangement when ordering standard fl anges

1 2 3 4
Standard Flange Mounting Arrangements

Standard Flange Type “A” Flange Type “B” Flange
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CABLE AND HOSE CARRIERS
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GORTUBE® SERIES  |  MOUNTING FLANGES (enclosed-style carriers)
SPECIFICATIONS – TYPE A FLANGE OPTIONS

MODEL NO. C1
inches (mm)

D1
inches (mm)

Q
inches (mm)

SLOTS
inches (mm)

G
inches (mm)

S
inches (mm)

T
inches (mm)

L
inches (mm)

CO 1.33 (34) 0.94 (24) 0.38 (10) 0.22 x 0.38 (6 x 10) 0.75 (19) 1.86 (47) 1.30 (33) 1.25 (32)
C1 2.11 (54) 1.34 (34) 0.69 (18) 0.28 x 0.50 (7 x 13) 1.38 (35) 2.80 (71) 2.11 (54) 1.56 (40)
C1A 2.11 (54) 2.12 (54) 0.69 (18) 0.38 x 0.63 (10 x 16) 1.38 (35) 4.00 (102) 3.16 (80) 2.38 (60)
C1B 2.31 (59) 1.93 (49) 0.69 (18) 0.38 x 0.63 (10 x 16) 1.38 (35) 3.75 (95) 2.94 (75) 2.38 (60)
C2 3.32 (84) 1.96 (50) 1.75 (44) 0.28 x 0.50 (7 x 13) 2.50 (64) 3.50 (89) 2.88 (73) 1.75 (44)
C2C 3.52 (89) 1.96 (50) 1.75 (44) 0.28 x 0.50 (7 x 13) 2.56 (65) 3.56 (90) 2.81 (71) 1.75 (44)
C2A 3.92 (100) 2.15 (55) 2.00 (51) 0.34 x 0.50 (9 x 13) 2.75 (70) 3.75 (95) 2.94 (75) 2.06 (5)
C2AA 3.52 (89) 2.55 (65) 1.75 (44) 0.41 x 0.68 (10 x 17) 2.50 (64) 4.31 (109) 3.42 (87) 3.53 (90)
C3 4.58 (116) 2.62 (67) 2.38 (60) 0.34 x 0.50 (9 x 13) 3.13 (80) 4.31 (109) 3.50 (89) 2.38 (60)
C3A 4.78 (121) 3.41 (87) 2.38 (60) 0.34 x 0.50 (9 x 13) 3.25 (83) 5.13 (130) 4.38 (111) 4.56 (116)
C3AA 4.77 (121) 2.62 (67) 2.38 (60) 0.34 x 0.50 (9 x 13) 3.50 (89) 4.39 (112) 3.50 (89) 3.00 (76)
C3C 5.76 (146) 3.80 (97) 3.25 (83) 0.38 x 0.56 (10 x 14) 4.25 (108) 5.53 (140) 4.75 (121) 3.50 (89)
C4 6.94 (176) 3.41 (87) 3.75 (95) 0.34 x 0.50 (9 x 13) 4.75 (121) 5.13 (130) 4.31 (109) 3.13 (80)
C5 6.95 (177) 4.01 (102) 3.75 (95) 0.34 x 0.75 (9 x 19) 4.75 (121) 6.06 (154) 5.00 (127) 3.69 (94)
C6 8.15 (207) 4.22 (107) 4.00 (102) 0.41 x 0.75 (10 x 19) 5.50 (140) 6.22 (158) 5.16 (131) 3.94 (100)
C7 8.94 (227) 4.62 (117) 4.50 (114) 0.41 x 0.75 (10 x 19) 6.06 (154) 6.81 (173) 5.81 (148) 4.38 (111)
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SPECIFICATIONS – TYPE B FLANGE OPTIONS

MODEL NO. C1
inches (mm)

D1
inches (mm)

Q
inches (mm)

SLOTS
inches (mm)

G
inches (mm)

S
inches (mm)

T1
inches (mm)

L
inches (mm)

CO 1.33 (34) 0.94 (24) 1.81 (46) 0.22 x 0.38 (6 x 10) 2.31 (59) 0.50 (13) n/a - 1 hole 1.25 (32)
C1 2.11 (54) 1.34 (34) 3.00 (76) 0.28 x 0.50 (7 x 13) 3.68 (93) 0.56 (14) n/a - 1 hole 1.19 (30)
C1A 2.11 (54) 2.12 (54) 3.16 (80) 0.38 x 0.63 (10 x 16) 4.00 (102) 1.38 (35) 0.69 (18) 2.38 (60)
C1B 2.31 (59) 1.93 (49) 3.41 (87) 0.38 x 0.63 (10 x 16) 4.22 (107) 1.38 (35) 0.69 (18) 2.38 (60)
C2 3.32 (84) 1.96 (50) 4.19 (106) 0.28 x 0.50 (7 x 13) 4.81 (122) 1.19 (30) n/a - 1 hole 1.75 (44)
C2C 3.52 (89) 1.96 (50) 4.19 (106) 0.28 x 0.50 (7 x 13) 4.81 (122) 1.19 (30) n/a - 1 hole 1.75 (44)
C2A 3.92 (100) 2.15 (55) 4.88 (124) 0.34 x 0.50 (9 x 13) 5.75 (146) 1.00 (25) n/a - 1 hole 2.06 (52)
C2AA 3.52 (89) 2.55 (65) 4.63 (118) 0.41 x 0.68 (10 x 17) 5.50 (140) 1.72 (44) 1.13 (29) 3.53 (90)
C3 4.58 (116) 2.62 (67) 5.56 (141) 0.34 x 0.50 (9 x 13) 6.38 (162) 1.38 (35) n/a - 1 hole 2.38 (60)
C3A 4.78 (121) 3.41 (87) 5.56 (141) 0.38 x 0.50 (10 x 13) 6.38 (162) 2.25 (57) 1.50 (38) 5.14 (131)
C3AA 4.77 (121) 2.62 (67) 5.56 (141) 0.34 x 0.50 (9 x 13) 6.38 (162) 1.38 (35) 0.88 (22) 3.00 (76)
C3C 5.76 (146) 3.80 (97) 6.91 (176) 0.38 x 0.56 (10 x 14) 7.78 (198) 2.75 (70) 2.00 (51) 3.50 (89)
C4 6.94 (176) 3.41 (87) 7.88 (200) 0.34 x 0.50 (9 x 13) 8.69 (221) 1.56 (40) n/a - 1 hole 3.13 (80)
C5 Type B flange not available for C5
C6 Type B flange not available for C6
C7 8.94 (227) 4.62 (117) 10.11 (257) 0.38 x 0.63 (10 x 16) 10.80 (274) 3.00 (76) 2.25 (57) 4.38 (111)

 

GORTUBE TYPE “A” FLANGE GORTUBE TYPE “B” FLANGE


