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•   Modular design – available in custom widths and easily 
customized from the widest variety of standard components

•   Durable construction from separate glass-reinforced nylon 
sidebands with locking hubs (replaceable bearings) and 
multiple lockout points (for added precision and load-
bearing capability), joined by top and bottom crossbars or lids

•   Enclosed-style designs (with snap-in plastic or bolted 
aluminum lids) off er additional protection where needed

•   Ideal for applications requiring long travel, high speeds/
accelerations

•   Locking hub design of the TSC, TS, TL and NXL Series allows 
adjustment of length with a hex wrench

NSB SERIES
Features:
•  Smallest link modular carrier
•  Tongue-and-groove link design result 

in a nearly indestructible cable carrier
•  Standard construction is round 

aluminum crossbar
•  Customer-specifi ed cavity width

Quick Sizing Reference – inches (mm):
•  Link Height: 1.37 (35)
•  Link Pitch: 1.97 (50)
•  Curve Heights (‘H’): 

6.17 - 7.50 (157 - 191)

Crossbar Options: 
•  Bolted aluminum round bar (standard)
•  PVC Poly rollers

TSC SERIES
Features:
•  Open-style with multiple crossbar 

options
•  Enclosed-style with plastic lids
•  Standard and customer-specifi ed

cavity widths
•  Replaceable modular sliders available 

for low-friction and reduced tow force
•  Window extenders available for 

additional cavity height

Quick Sizing Reference – inches (mm):
•  Link Height: 2.30 (58)
•  Link Pitch: 2.64 (67)
•  Curve Heights (‘H’): 

8.20 - 29.86 (208 - 758)

Crossbar Options: 
•  Snap-in plastic fl at bar
•  Bolted aluminum round bar
•  PVC Poly Rollers 
•  Bolted aluminum fl at bar

Lid Option: 
•  Snap-in 

plastic lid
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TS SERIES
Features:
•  Open-style with multiple crossbar 

options
•  Enclosed-style with plastic or 

aluminum lids
•  Standard and customer-specifi ed 

cavity widths
•  Replaceable modular sliders  available 

for low-friction and reduced tow force
•  Window extenders available for 

additional cavity height

Quick Sizing Reference – inches (mm):
•  Link Height: 3.25 (83)
•  Link Pitch: 4.06 (103)
•  Curve Heights (‘H’): 

11.00 - 35.50 (279 - 902)

Crossbar Options: 
•  Snap-in plastic fl at bar
•  Bolted aluminum round bar
•  PVC Poly Rollers
•  Bolted aluminum fl at bar
•  Snap-in aluminum fl at bar

Lid Options: 
•  Snap-in 

plastic lid
•  Bolted 

aluminum 
armor plate

•  Snap-in 
aluminum 
armor plate

TL SERIES
Features:
•  Open-style with multiple crossbar 

options
•  Enclosed-style with plastic or 

aluminum lids
•  Standard and customer-specifi ed 

cavity widths
•  Replaceable modular sliders available for 

low-friction and reduced tow force
•  Window extenders available for 

additional cavity height

Quick Sizing Reference – inches (mm):
•  Link Height: 4.13 (105)
•  Link Pitch: 5.16 (131)
•  Curve Heights (‘H’): 

15.75 - 53.50 (400 - 1359)

Crossbar Options: 
•  Snap-in plastic fl at bar
•  Bolted aluminum round bar
•  PVC Poly Rollers
•  Bolted aluminum fl at bar
•  Snap-in aluminum fl at bar

Lid Options: 
•  Snap-in 

plastic lid 
•  Bolted 

aluminum 
armor plate

•  Snap-in aluminum 
armor plate

NXL SERIES
Features:
•  Open-style with multiple crossbar 

options
•  Enclosed-style with aluminum lids
•  Customer-specifi ed cavity widths
•  Window extenders available for 

additional cavity height

Quick Sizing Reference – inches (mm):
•  Link Height: 5.91 (150)
•  Link Pitch: 7.38 (187)
•  Curve Heights (‘H’): 

24.00 - 60.00 (610 - 1524)

Crossbar Options: 
•  Bolted aluminum round bar
•  PVC Poly Rollers
•  Bolted aluminum fl at bar

Lid Option: 
•  Bolted 

aluminum 
armor plate
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•   Plastic solutions for light- to medium-duty applications 
featuring clean, lightweight designs for  economical 
cable management

•   Open-style links leave cables/hoses open to regular 
inspection

•   Simple “snap-together” link  construction allows easy 
adjustment of length, maintenance and repair

•   Hinged plastic crossbars allow quick cavity access and easy 
installation 

•   Standard sizes available from stock
•   Typical applications: robotics, automation, pick-and-place, 

machine tool, mobile equipment

KO SERIES
Features:
•  Smallest accessible standard link
•  Hinged crossbars on inside radius
•  Integral mounting holes molded into every 

link (except KO-3) eliminate the need for 
mounting brackets

Quick Sizing Reference – inches (mm):
•  Link Height: 0.39 - 0.87 (10 - 22)
•  Link Pitch: 

0.59 - 1.18 (15.00 - 30.00)
•  Curve Heights (‘H’): 

1.57 - 6.38 (40 - 162)

KN SERIES
Features:
•  Smallest solid standard link (crossbars do 

not hinge open)
•  Integral mounting holes molded into every 

link eliminate the need for mounting 
brackets

Quick Sizing Reference – inches (mm):
•  Link Height: 0.59 (15)
•  Link Pitch: 0.79 (20)
•  Curve Heights (‘H’): 

2.00 - 3.00 (51 - 76)

SP SERIES
Features:
•  Hinged crossbars on inside (standard) or 

outside radius
•  Strain relief mounting brackets are standard

Quick Sizing Reference – inches (mm):
•  Link Height: 1.05 (27)
•  Link Pitch Length: 1.20 (30)
•  Curve Heights (‘H’): 

3.15 - 8.50 (80 - 216)

KS SERIES
Features:
•  Hinged crossbars on inside (standard) or 

outside radius
•  Standard one-piece mounting bracket; 

strain relief brackets optional

Quick Sizing Reference – inches (mm):
•  Link Height: 1.38 (35)
•  Link Pitch: 1.83 (46)
•  Curve Height (‘H’ ) range: 

5.40 - 13.10 (137 - 333)

P/PH SERIES
Features:
•  P models – Solid-link design
•  PH models – Hinged crossbars on inside 

(standard) or outside radius
•  Large window cavity relative to its overall 

dimensions

Quick Sizing Reference – inches (mm):
•  Link Height: 1.50 (38)
•  Link Pitch: 1.50 (38)
•  Curve Height (‘H’) range:

4.00 - 10.00 (102 - 254

112
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NYLATUBE® STANDARD | ENCLOSED-STYLE CARRIERS
•   Completely enclosed, plastic solutions for light- to 

medium-duty applications featuring clean, lightweight 
designs for  economical cable management

•   Enclosed-style links protect cables/hoses from dirt 
and debris

•   Standard sizes available from stock
•   Simple “snap-together” link construction with plastic lids 

allows easy adjustment of length, maintenance and repair
•   Hinged plastic lids allow quick cavity access and easy 

installation (KOE and KLE Series)

KOE SERIES
Features:
•  Small to medium range of link sizes 
•  Hinge-open lids on outside radius
•  Integral mounting holes molded into every 

link eliminate the need for mounting 
brackets

Quick Sizing Reference – inches (mm):
•  Link Height: 0.59 - 1.97 (15 - 50)
•  Link Pitch: 0.71 - 2.17 (18 - 55)
•  Curve Heights (‘H’):

3.00 - 13.80 (76 - 351)

N SERIES
Features:
•  Small to large range of link sizes 
•  Solid, enclosed link design and smooth 

appearance

Quick Sizing Reference – inches (mm):
•  Link Height: 1.38 - 2.95 (35 - 75)
•  Link Pitch: 1.38 - 2.56 (35 - 65)
•  Curve Height (‘H’) range:

8.00 - 26.60 (203 - 676)

KLE SERIES
Features:
•  Medium size link available in 3 standard 

widths (3", 4.5", 7")
•  Hinge-open lids on outside radius
•  Designed for superior durability – excellent 

for heavy-duty and long travel applications

Quick Sizing Reference – inches (mm):
•  Link Height: 2.50 (64)
•  Link Pitch: 2.13 (54)
•  Curve Height (‘H’) range:

10.00 - 6.00 (254 - 660)

NP SERIES
Features:
•  Hinged crossbars on inside (standard) or 

outside radius
•  Excellent strength for long travel 

applications

Quick Sizing Reference – inches (mm):
•  Link Height: 2.00 (51)
•  Link Pitch: 2.17 (55)
•  Curve Height (‘H’) range:

7.00 - 18.00 (178 - 457)

KL SERIES
Features:
•  Hinged crossbars on outside radius
•  Ideal for long travel applications 
•  Excellent strength and unsupported 

span rating

Quick Sizing Reference – inches (mm):
•  Link Height: 2.50 (64)
•  Link Pitch: 2.62 (67)
•  Curve Height (‘H’) range:

8.50 - 26.00 (216 - 660)

113
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MODEL NO.
INNER HEIGHT

Dimension B 
inches (mm)

INNER WIDTH RANGE
Dimension A 
inches (mm)

OUTER HEIGHT
Dimension D 
inches (mm)

OUTER WIDTH RANGE
Dimension C 
inches (mm)

LINK PITCH 
inches (mm)

NYLATRAC® OPEN-STYLE PLASTIC CARRIERS
K00 .28 (7) .28 (7) .39 (10) .47 (12) .59 (15)
K0 .39 (10) .39 (10) .59 (15) .60 (15.) .79 (20)
K02 / K03 / K04 .38 (10) .97 (25) - 1.87 (47) .59 (15) 1.47 (37) - 2.36 (60) .79 (20)
K20 / K30 .71 (18) .98 (25) - 1.42 (36) .87 (22) 1.49 (38) - 1.89 (48) 1.18 (30)
KN .40 (10) .97 (25) - 1.87 (47) .59 (15) 1.48 (38) - 2.36 (60) .79 (20)
SP .78 (20) .59 (15) - 4.00 (102) 1.05 (27) 1.05 (27) - 4.46 (113) 1.20 (30)
KS 1.06 (27) 1.00 (25) - 4.00 (102) 1.37 (35) 1.56 (40) - 4.56 (116) 1.80 (46)
P/PH P 1.33 (34)/PH 1.32 (34) 1.25 (32) - 4.00 (102) 1.50 (38) 1.72 (44) - 4.47 (114) 1.50 (38)
NP 1.54 (39) 2.00 (51) - 6.00 (152) 2.00 (51) 2.63 (67) - 6.63 (168) 2.17 (55)
KL 1.75 (44) 3.00 (76) - 7.00 (178) 2.50 (64) 3.75 (95) - 7.75 (197) 2.62 (67)
NSB* .62 (16) - .73 (19) Customer Specified 1.38 (35) Specified Width + .94 (24) 1.97 (50)
TSC-F (Standard Width) 1.65 (42) 2.18 (55) - 5.97 (152) 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TSC* 1.52 (39) - 1.65 (42) Customer Specified 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TS-F (Standard Width) 2.31 (59) 2.93 (74) - 13.57 (345) 3.25 (82) 4.45 (113) - 15.09 (383) 4.06 (103)
TS* 2.13 (54) - 2.38 (60) Customer Specified 3.25 (82) Specified Width + 1.52 (39) 4.06 (103)
TL-F (Standard Width) 3.01 (76) 3.93 (100) - 13.63 (346) 4.13 (105) 5.87 (149) - 15.57 (395) 5.16 (131)
TL* 2.88 (73) - 3.05 (78) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
NXL* 3.94 (100) - 4.77 (121) Customer Specified 5.91 (150) Specified Width + 2.50 (64) 7.38 (187)

*Multiple crossbar styles available – see specification page for options and inner height (dimension 'B').

NYLATUBE® ENCLOSED-STYLE PLASTIC CARRIERS
KOE1 .39 (10) .95 (24) .59 (15) 1.42 (36) .71 (18)
KOE3 .83 (21) 1.34 (34) 1.18 (30) 1.97 (50) 1.38 (35)
KOE4 1.18 (30) 1.89 (48) 1.58 (40) 2.44 (62) 1.77 (45)
KOE5 1.50 (38) 1.89 (48) 1.97 (50) 2.56 (65) 2.17 (55)
KOE6 1.50 (38) 5.28 (134) 1.97 (50) 5.91 (150) 2.17 (55)
N1 / N2 / N3 .90 (23) .90 (23) - 2.48 (63) 1.38 (35) 1.38 (35) - 2.95 (75) 1.38 (35)
N4 / N5 / N6 1.34 (34) 1.42 (36) - 5.35 (136) 1.97 (50) 1.97 (50) - 5.91 (150) 1.97 (50)
N8 2.24 (57) 5.28 (134) 2.95 (75) 5.91 (150) 2.56 (65)
KLE 1.76 (45) 3.00 (76) - 7.00 (178) 2.50 (64) 3.75 (95.25) - 7.75 (197) 2.13 (54)

NYLATRAC  ENCLOSED-STYLE PLASTIC CARRIERS
TSC-PL (Plastic Lid) 1.65 (42) Customer Specified 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TS-PL (Plastic Lid) 2.13 (54) Customer Specified 3.25 (83) Specified Width + 1.52 (39) 4.06 (103)
TS-AP (Aluminum Lid) 2.22 (56) Customer Specified 3.25 (83) Specified Width + 1.52 (39) 4.06 (103)
TL-PL (Plastic Lid) 2.88 (73) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
TL-AP (Aluminum Lid) 2.96 (75) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
NXL-AP (Aluminum Lid) 4.16 (106) Customer Specified 5.91 (150) Specified Width + 2.50 (64) 7.38 (187)

B = �Cavity Height (determined by the outer diameter 
of the largest cable/hose + safety factor)

A = �Cavity Width (determined by adding the outer 
diameters of all cables/hoses  
[= safety factor and divider widths])

C = Outer Width	
D = Outer Height

Optional Separator(s)

C
A

B D
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MINIMUM BENDING RADIUS
Dimension R 
inches (mm)

MOUNTING HEIGHT RANGE
Dimension H 
inches (mm)

MAXIMUM 
 UNSUPPORTED SPAN 

feet

SEPARATORS
AVAILABLE

PAGE  
NUMBER(S) MODEL NO.

.59 (15) 1.57 (40) 1.5 No 122-123 K00
1.20 (30) 3.00 (76) 1.75 No 122-123 K0

.70 (18) - 1.20 (30) 2.00 (51) - 3.00 (76) 1.75 No 122-123 K02 / K03 / K04
1.57 (40) - 2.57 (65) 3.02 (92) - 6.48 (162) 3.25 No 122-123 K20 / K30

.70 (17.78) - 1.20 (30) 2.00 (51) - 3.00 (76) 1.75 No 124-125 KN
1.05 (27) - 3.73 (95) 3.15 (80) - 8.50 (216) 3 3 126-127 SP

2.02 (51) - 5.87 (149) 5.40 (137) - 13.00 (330) 3.8 3 128-129 KS
1.25 (32) - 4.25 (108) 4.00 (102) - 10.00 (254) P 3.5 / PH 3.25 No 130-131 P / PH 
2.50 (64) - 7.87 (200) 7.00 (178) - 18.00 (457) 5.25 3 132-133 NP

3.00 (76) - 11.75 (298) 8.50 (216) - 26.00 (660) 7 3 133-135 KL
2.39 (61) - 3.06 (78) 6.19 (157) - 7.63 (194) 4 3 136-137 NSB*

2.95 (75) - 13.78 (350) 8.20 (208) - 29.86 (758) 7.5 3 138-139 TSC-F (Standard Width)
2.95 (75) - 13.78 (350) 8.20 (208) - 29.86 (758) 7.5 3 138-139 TSC*
3.88 (99) - 16.13 (410) 11.00 (279) - 35.50 (902) 12.5 3 140-141 TS-F (Standard Width)
3.88 (99) - 16.13 (410) 11.00 (279) - 35.50 (902) 12.5 3 140-141 TS*

5.81 (148) - 24.69 (627) 15.75 (400) - 53.50 (1359) 14.75 3 142-143 TL-F (Standard Width)
5.81 (148) - 24.69 (627) 15.75 (400) - 53.50 (1359) 14.75 3 142-143 TL*
9.05 (230) - 27.05 (687) 24.00 (610) - 60.00 (1524) 18 3 144-145 NXL*

1.18 (30) - 1.97 (50) 3.00 (76) - 4.50 (114) 2 No 146-147 KOE1
2.36 (60) - 3.94 (100) 5.90 (150) - 13.00 (330) 2.5 No 146-147 KOE3

2.95 (74.93) - 5.91 (150) 7.50 (20) - 13.40 (340) 5 No 146-147 KOE4
3.94 (101) - 5.91 (150) 9.90 (251) - 13.80 (351) 7 No 146-147 KOE5
3.94 (101) - 5.91 (150) 9.90 (251) - 13.80 (351) 7 No 146-147 KOE6
3.30 (84) - 5.91 (150) 8.00 (203) - 13.20 (335) N1 2.75 / N2 3 / N3 4 No 148-149 N1 / N2 / N3

3.94 (100) - 7.87 (200) 9.80 (249) - 17.70 (450) N4 5 / N5 5.25 / N6 5.5 No 148-149 N4 / N5 / N6
5.91 (150) - 11.81 (300) 14.80 (376) - 26.60 (676) 6.1 No 148-149 N8
3.75 (95) - 11.75 (298) 10.00 (254) - 26.00 (660) 7 No 150-151 KLE

4.92 (125) - 13.78 (350) 12.14 (308) - 29.86 (758) 7.5 3 138-139 TSC-PL (Plastic Lid)
6.81 (173) - 16.13 (410) 16.88 (429) - 35.50 (902) 12.5 3 140-141 TS-PL (Plastic Lid)
6.81 (173) - 16.13 (410) 16.88 (429) - 35.50 (902) 12.5 3 140-141 TS-AP (Aluminum Lid)
7.94 (202) - 24.69 (627) 20.00 (508) - 53.50 (1359) 14.75 3 142-143 TL-PL (Plastic Lid)
7.94 (202) - 24.69 (627) 20.00 (508) - 53.50 (1359) 14.75 3 142-143 TL-AP (Aluminum Lid)

12.05 (306) - 27.05 (687) 30.00 (762) - 60 (1524) 18 3 144-145 NXL-AP (Aluminum Lid)

Visit Dynatect.com for 
2D and 3D drawings.

 

MODEL NO.
INNER HEIGHT

Dimension B 
inches (mm)

INNER WIDTH RANGE
Dimension A 
inches (mm)

OUTER HEIGHT
Dimension D 
inches (mm)

OUTER WIDTH RANGE
Dimension C 
inches (mm)

LINK PITCH 
inches (mm)

NYLATRAC® OPEN-STYLE PLASTIC CARRIERS
K00 .28 (7) .28 (7) .39 (10) .47 (12) .59 (15)
K0 .39 (10) .39 (10) .59 (15) .60 (15.) .79 (20)
K02 / K03 / K04 .38 (10) .97 (25) - 1.87 (47) .59 (15) 1.47 (37) - 2.36 (60) .79 (20)
K20 / K30 .71 (18) .98 (25) - 1.42 (36) .87 (22) 1.49 (38) - 1.89 (48) 1.18 (30)
KN .40 (10) .97 (25) - 1.87 (47) .59 (15) 1.48 (38) - 2.36 (60) .79 (20)
SP .78 (20) .59 (15) - 4.00 (102) 1.05 (27) 1.05 (27) - 4.46 (113) 1.20 (30)
KS 1.06 (27) 1.00 (25) - 4.00 (102) 1.37 (35) 1.56 (40) - 4.56 (116) 1.80 (46)
P/PH P 1.33 (34)/PH 1.32 (34) 1.25 (32) - 4.00 (102) 1.50 (38) 1.72 (44) - 4.47 (114) 1.50 (38)
NP 1.54 (39) 2.00 (51) - 6.00 (152) 2.00 (51) 2.63 (67) - 6.63 (168) 2.17 (55)
KL 1.75 (44) 3.00 (76) - 7.00 (178) 2.50 (64) 3.75 (95) - 7.75 (197) 2.62 (67)
NSB* .62 (16) - .73 (19) Customer Specified 1.38 (35) Specified Width + .94 (24) 1.97 (50)
TSC-F (Standard Width) 1.65 (42) 2.18 (55) - 5.97 (152) 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TSC* 1.52 (39) - 1.65 (42) Customer Specified 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TS-F (Standard Width) 2.31 (59) 2.93 (74) - 13.57 (345) 3.25 (82) 4.45 (113) - 15.09 (383) 4.06 (103)
TS* 2.13 (54) - 2.38 (60) Customer Specified 3.25 (82) Specified Width + 1.52 (39) 4.06 (103)
TL-F (Standard Width) 3.01 (76) 3.93 (100) - 13.63 (346) 4.13 (105) 5.87 (149) - 15.57 (395) 5.16 (131)
TL* 2.88 (73) - 3.05 (78) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
NXL* 3.94 (100) - 4.77 (121) Customer Specified 5.91 (150) Specified Width + 2.50 (64) 7.38 (187)

*Multiple crossbar styles available – see specification page for options and inner height (dimension 'B').

NYLATUBE® ENCLOSED-STYLE PLASTIC CARRIERS
KOE1 .39 (10) .95 (24) .59 (15) 1.42 (36) .71 (18)
KOE3 .83 (21) 1.34 (34) 1.18 (30) 1.97 (50) 1.38 (35)
KOE4 1.18 (30) 1.89 (48) 1.58 (40) 2.44 (62) 1.77 (45)
KOE5 1.50 (38) 1.89 (48) 1.97 (50) 2.56 (65) 2.17 (55)
KOE6 1.50 (38) 5.28 (134) 1.97 (50) 5.91 (150) 2.17 (55)
N1 / N2 / N3 .90 (23) .90 (23) - 2.48 (63) 1.38 (35) 1.38 (35) - 2.95 (75) 1.38 (35)
N4 / N5 / N6 1.34 (34) 1.42 (36) - 5.35 (136) 1.97 (50) 1.97 (50) - 5.91 (150) 1.97 (50)
N8 2.24 (57) 5.28 (134) 2.95 (75) 5.91 (150) 2.56 (65)
KLE 1.76 (45) 3.00 (76) - 7.00 (178) 2.50 (64) 3.75 (95.25) - 7.75 (197) 2.13 (54)

NYLATRAC  ENCLOSED-STYLE PLASTIC CARRIERS
TSC-PL (Plastic Lid) 1.65 (42) Customer Specified 2.30 (58) Specified Width + .85 (22) 2.64 (67)
TS-PL (Plastic Lid) 2.13 (54) Customer Specified 3.25 (83) Specified Width + 1.52 (39) 4.06 (103)
TS-AP (Aluminum Lid) 2.22 (56) Customer Specified 3.25 (83) Specified Width + 1.52 (39) 4.06 (103)
TL-PL (Plastic Lid) 2.88 (73) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
TL-AP (Aluminum Lid) 2.96 (75) Customer Specified 4.13 (105) Specified Width + 1.94 (49) 5.16 (131)
NXL-AP (Aluminum Lid) 4.16 (106) Customer Specified 5.91 (150) Specified Width + 2.50 (64) 7.38 (187)

Total Travel
1/2 Total Travel

Offset

Clearance 1/2 Total Travel

CL
R

H



116 Phone: 262-786-1500 or 800-298-2066 | Fax: 262-786-3280 | Email: sales@dynatect.com | www.dynatect.com

CABLE AND HOSE CARRIERS

CROSSBARS STYLES AND OPTIONS

PLA
STIC  |  Options and Accessories

116

PLASTIC CROSSBARS
•  Lightweight, low cost option 
•  Many models available with snap-in or hinge crossbars

for quick installation and easy maintenance
•  Hinge crossbars provide either top and/or bottom link 

access – available on KO, SP, KS, PH, NP and KL Series
•  Snap-in crossbars – available on TSC, TS and TL Series
•  Custom widths available on TS and TL Series
•  Denoted "F" for standard widths, or "PS" for custom 

widths in part identifi cation number

ALUMINUM CROSSBARS
•  Excellent low-friction, high-strength alternative to 

standard plastic bars 
•  Provided in customer-specifi ed cavity widths
•  Bolt-in fl at bar design off ers maximum torsional stability
•  Snap-in fl at bar design allows quick cavity access
•  Flat crossbar styles: denoted "AF" (bolted), or "AFS" 

(snap-in) in part identifi cation number
•  Round crossbar styles: denoted "RB" in part id. no.
•  Available on NSB, TSC, TS, TL, and NXL Series

PVC POLY ROLLERS
•  Provide a low-friction, mechanical wear surface ideal for 

hoses and soft-jacketed cables
•  Can be added to crossbars, vertical separators or 

horizontal dividers using round bars
•  Denoted "PR" in part identifi cation number
•  Available on NSB, TSC, TS, TL and NXL Series

MACHINED CABLE/HOSE BARS
•  Optimal placement - ensures each cable/hose rides 

neutral axis of carrier
•  Minimal wear - prolongs jacket and conductor life of 

cables/hoses)
•  Available in aluminum or plastic block-style crossbars
•  Custom-bored to specifi c cable/hose diameters
•  Available on TSC, TS, TL and NXL Series

Snap-in plastic fl at bar Hinged plastic crossbars

Aluminum round bar Bolted aluminum fl at bar

Poly roller over bolted aluminum round bar Poly roller separator

Plastic block style machined barAluminum machined bar
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PLASTIC LIDS
•  A lightweight, easy-access alternative to heavy-duty 

aluminum lids. 
•  Ideal for applications where dust and debris are present
•  Lids width is customer-specifi ed
•  Snap-in design allows cavity access with tip of a 

screwdriver
•  Available on TSC, TS, and TL Series

ARMOR PLATE STYLE ALUMINUM LIDS
•  Off er maximum protection against hot chips and heavy 

debris 
•  Ideal for severe and challenging applications (e.g., machine 

tools, mills, foundries)
•  Easy-access snap-in or heavy-duty bolted construction
•  Available on TS, TL and NXL Series

WINDOW EXTENDERS
•  Provide extra interior space in many standard link sizes
•  Available in both standard and custom confi guration
•  Utilize various crossbar styles (fl at, round, poly rollers [L] 

and custom formed [R])
•  Can be easily added to most carriers
•  Available on NSB, TSC, TS, TL and NXL Series

CABLE/HOSE SLEEVES
•  Simple, reliable and cost-eff ective method to protect 

dynamic cables and hoses, either in a carrier or by 
themselves

•  Available with zipper, or hook and loop fasteners
•  Wide variety of materials for diverse application 

requirements
•  Provides protection from elements (ozone, heat 

and liquids)
•  Increases machine operator protection
•  Applications: Hydraulic hose containment, protection 

of highly sensitive cables, electrical noise interference, 
aesthetic enhancement

Round bar window extender 
with poly rollers

Custom formed window extender 

Bolted aluminum lids Snap-in aluminum lids

Snap-in plastic lids
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VERTICAL SEPARATORS
•  Provide multiple compartments within a single link*
•  Snap or bolt into carrier crossbars
•  Available variety of styles, including stationary and rolling designs
•  Can be installed every link, or staggered for economy
•  Available on most carriers

* When sizing compartments, Dynatect recommends a safety factor of an additional 10% 
for cables and 20% for hoses.

•  Zip tie bars integrated into 
mounting brackets

•  Tiered structure for easy access
•  Easily removable clamping bars
•  Double rows of large fi ngers hold 

more zip ties
•  Anti-slip ridges on bar prevent 

cable slippage
•  Available on TSC, TS, TL and NXL 

Series carriers

CABLE/HOSE CLAMPS
•  Extend cable/hose life - relieves strain
•  Standard and custom designs available 
•  Fast and simple installation in virtually any application
•  Installation at both moving and stationary ends of a carrier recommended 
•  High pressure hose clamping requirements can be accommodated

See pages 96-97 for more information and specifi cations.

Standard One-Piece Bracket

Note: Custom mounting brackets can be provided for drop-in replacement on all carrier brands.

Strain Relief BracketStandard Two-Piece Bracket

Universal Mounting Bracket Zip Tie Bar for Mounting Brackets

CAVITY SEPARATION
In applications with multiple cables and hoses, cavity separation is a simple, 
cost-eff ective method for preventing wear and entanglement. To achieve 
optimal separation, it is important that each individual compartment be less 
than twice the height of the cables/hoses inside. This will prevent them from 
crossing over each other and twisting. Proper separation reduces jacket wear 
and the potential for cables to corkscrew. Cavity separation can be achieved 
with simple, snap in vertical separators, or through a more sophisticated 
horizontal divider or shelving system that will optimize cavity space. The 
Dynatect Engineering Department can design a cavity separation system that 
is ideal for your specifi c application. 

Gortrac Rail Clamping 
System

Custom UHMW Clamp
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TS/TL SERIES HORIZONTAL SHELVING SYSTEM*
•  Strong, fl exible components easily arranged for optimum 

cable/hose organization
•  No tools required to adjust or remove dividers
•  Vertical separators may be locked in place, for use in side-

mount applications
•  Floating separators can be positioned laterally without 

tools while horizontal dividers remain stationary
•  Available on TS and TL Series models with standard snap-in 

plastic or fl at aluminum crossbars, and aluminum armor plates

*See shelving specifi cations below.

TS SHELVING PART NUMBERS

PART NO. DESCRIPTION
USABLE 

WINDOW WIDTH
inches (mm)

TS0299-3 293F Full Window Shelf 2.20 (56)

TS0299-5 480F Full Window Shelf 4.07 (103)

TS0299-6 638F Full Window Shelf 5.64 (143)

TS0299-7 762F Full Window Shelf 6.89 (175)

TS0299-9 1169F Full Window Shelf 10.95 (278)

TS0292 Molded Flat Bar Locking Shelving Sep. -

TS0305 Molded Flat Bar Floating Shelving Sep. -

TS0293 Alum. Flat Bar and Plastic Lid Locking Shelving Sep. -

TS0301 Alum. Flat Bar and Plastic Lid Floating Shelving Sep. -

TL SHELVING PART NUMBERS

PART NO. DESCRIPTION
USABLE 

WINDOW WIDTH
inches (mm)

TL0451-1 394F Full Window Shelf 3.28 (83)

TL0451-2 466F Full Window Shelf 4.00 (102)

TL0451-3 789F Full Window Shelf 7.23 (184)

TL0451-4 968F Full Window Shelf 9.03 (229)

TL0451-5 1184F Full Window Shelf 11.18 (284)

TL0471 Molded Flat Bar Full Window Shelving Sep. -

TL0450 Molded Flat Bar Locking Shelving Sep. -

TL0472 Molded Flat Bar Floating Shelving Sep. -

TL0452 Alum. Flat Bar and Plastic Lid Locking Shelving Sep. -

TL0475 Alum. Flat Bar and Plastic Lid Locking Shelving Sep. -

Part No. TL0471 - TL Molded Flat Bar 
Full Window Shelving Separator

Part No. TL0472
Molded Flat Bar 

Floating Separator

Part No. TL0451-4
968F Full Window Shelf

Part No. TS0292 - TS Molded
Flat Bar Locking Separator

Part No. TS0305
Molded Flat Bar 

Floating Separator

Part No. TS0299-6
638F Full Window Shelf

TS CROSS SECTION EXAMPLE  

TL CROSS SECTION EXAMPLE  
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MEDIA RATING
Acetic Acid, 5% o
Acetic Acid, 30% –
Acetone +
Ammonia, 10% +
Ammonia, Concentrated +
Ammonium Nitrate, Saturated Solution +
Ammonium Sulfate, Saturated Solution +
Amyl Acetate +
Aniline o
Basic Chrome Sulfate, Concentrated +
Baysilone® Fluid M 1000 +
Beer (lager) at 32°F +
Benzene +
Benzyl Alcohol, 100% –
Benzyl Benzoate, 100% o
Blood (ox blood) at 35°F +
Borax*, Saturated Solution +
Brake Fluid, AT +
Brandy, Commercial +
Butane Gas +
Butanol, 100% +
Butyric Acid, Concentrated o
Calcium Chloride, Saturated Solution in Water +
Calcium Hydroxide (suspension), 30% +
Calcium Soap Fat, Pure +
Camphor Oil, 100% +
Carbon Dioxide +
Carbon Disulfide +
Carbon Tetrachloride +
Caustic Soda Solution, 10% +
Caustic Soda Solution, Concentrated +
Chlorine Gas, Dry – Chlorobenzene +
Chloroform o
Citric Acid, 10% +
Coal Gas +
Copper Sulfate, Saturated Solution +
Cyclohexanol +
Cyclohexanone +
Dibutyl Phthalate +
Diesel Oil  +
Dinonyl Phthalate +
Dioctyl Phthalate +
Ether +
Ethyl Acetate +
Ethyl Alcohol +
Ethylene Chloride +
Ethylene Glycol +
Ferric Chloride, Saturated Solution (neutral) +
Fish Liver Oil +

CHEMICAL RESISTANCE OF DURETHAN® POLYAMIDE RESINS
MEDIA RATING

Formaldehyde, 10% in Water +
Formic Acid, 30% –
Formic Acid, Concentrated –
Freon** 11/12 Refrigerant (1/1), Under Pressure at 73°F +
Fuel Oil, Heavy +
Fuel Oil, Light +
Fuel Oil, Medium +
Gasohol o
Gasoline +
Glycerol +
Glycol +
Grapefruit Juice, Unsweetened at 35°F +
Hydrochloric Acid, 1% –
Hydrochloric Acid, 10% –
Hydrochloric Acid, Concentrated –
Hydrofluoric Acid, 40% –
Hydrogen Chloride Gas –
Hydrogen Peroxide, 10% –
Hydrogen Peroxide, 30% –
Hydrogen Sulfide +
Iodine, Tincture, Commercial –
Isopropyl Alcohol +
Jet Fuel, 1P4 +
Lactic Acid, 10% in Water +
Laundry Soap Solution, 1% in Water at 158°F +
Margarine +
Menthol, 90% in Denatured Alcohol +
Mesamoll PVC Plasticizer +
Metasystox*** Insecticide, 0.5% in Water +
Metasystox*** Insecticide, Concentrated +
Methyl Alcohol, Pure o
Methyl Amine, 30% in Water +
Methylene Chloride o
Milk, Whole +
Mineral Water, Commercial +
Naphthene Basic Oil (lubricant) +
Nekal**** BX Wetting Agent, 2% in Water +
Nitric Acid, 1% –
Nitric Acid, 50% –
Oleic Acid, Commercial +
Oxalic Acid, 10% in Water o
Oxygen (3 bar) –
Ozone (at 2 x 10-6 parts ozone to 1 part air) –
Paraffin Basic Oil (lubricant) +
Perchloric Acid, 10% in Water –
Petroleum Ether +
Petroleum Spirit (for dry cleaning), bp 212° - 284°F +
Phenyl Ethyl Alcohol, 100% o
Phosphoric Acid, 10% o

MEDIA RATING
Phosphoric Acid, 30% –
Potassium Carbonate (potash), Saturated Solution +
Potassium Cyanide, Saturated Solution +
Potassium Dichromate, Saturated Solution o
Potassium Hexacyanoferrate (III), Saturated Solution +
Potassium Metabisulfite, 40 g/l in Water +
Potassium Perchlorate, 2% in Water o
Potassium Permanganate, 10% in Water –
Propane Gas +
Propyl Alcohol +
Rapeseed Oil +
Raspberry Juice (sweetened), Commercial +
Sea Water +
Silicofluoric Acid, 30% –
Silver Nitrate, 10% +
Sodium Bicarbonate (soda), Saturated Solution +
Sodium Chloride (table salt), Saturated Solution +
Sodium Hypochlorite –
Sodium Soap Fat +
Sodium Sulfide, Saturated Solution +
Sodium Thiosulfate (fixing bath), 200 g/l +
Soil Bacterial Culture (anaerobic) +
Soil Mildew +
Spinning Bath Acid –
Stannous Chloride, Saturated Solution –
Sugar Beet Syrup +
Sugar Solution, Saturated +
Sulfur Dioxide, Dry, Saturated Atmosphere +
Sulfuric Acid, 10% –
Sulfuric Acid, 30% –
Sulfurous Acid, 10% o
Tallow, Beef, Commercial +
Tartaric Acid, 10% in Water +
Tetraethyl Lead, 5% in Aliphatic Hydrocarbons,  
bp 212° - 284°F +

Thionyl Chloride, 100% –
Toluene +
Trichloroethyl Phosphate –
Trichloroethylene +
Tricresyl Phosphate (low ortho content) +
Triethanolamine o
Urea, Saturated Solution +
Urine +
Vinyl Chloride, Under Pressure at Room Temperature +
Water (distilled) at 68°F +
Water (distilled) at 158°F +
Water (distilled) at 194°F +
Wine, Commercial +
Wood Turpentine, bp 302° - 338°F +

Ratings:      + Resistant        o Limited Resistance        – Not Resistant 
Note: Unless otherwise noted, all data were determined at 73°F (23°C). 	
Durethan® is a registered trademark of LANXESS Corporation.

*	 Borax is a registered trademark of U.S. Borax Inc. 
**	 Freon is a registered trademark of E.I. duPont de Nemours and Co. 
***	 Metasystox is a registered trademark of Chemagro Corporation. 
****	Nekal is a registered trademark of I.G. Farbenindustrie\Aktiengesellschaft.
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PROPERTY TEST METHOD UNITS
VALUE

ENGLISH (METRIC)

MECHANICAL PROPERTY

Tensile Strength at Yield D 638 PSI (Mpa) 26,227 (181)

Tensile Elongation at Yield D 638 % 3 (3)

Flexural Strength D 790 PSI (Mpa) 40,600 (280)

Flexural Modulus D 790 PSI (Mpa) 1,204,000 (8,295)

Impact Strength, Notched Izod D 256 ft-lb/in (J/m) 3 (160)

FLAMMABILITY

UL94 Flame Class (0.059" thickness) UL 94 HB (HB) 94 (94)

ELECTRICAL PROPERTY

Surface Resistivity IEC 60093 ohm 1.0E + 14 (1.0E + 14)

Volume Resistivity IEC 60093 ohm-in (ohm-m) 3.9E + 14 (1.0E + 13)

GENERAL PHYSICAL PROPERTIES

Specific Gravity D 792 – 1.36 (1.36)

Density D 792 lb/cu in (kg/cu m) 0.049 (1,356)

Specific Volume D 792 cu in/lb (cu m/kg) 20.4 (7.4E -4)

Melting Point D 789 °F (°C) 500 (260)

Equilibrium Moisture (73°F) @ 50% RH – % 2.1 (2.1)

Saturation Moisture – % 7.0 (7.0)

• Standard Color: Black
• Admissible Operating Temperatures: -40° F to +250° F (-40° C to +121° C)
• Short Term Temperature Limit: +392°F (+200°C)

The standard material of impact modified, glass-reinforced plastic offers durability 
and high speed capability. Most carriers are also available in specialty materials for 
challenging applications with diverse demands, such as extremely low wear, 
severe temperatures and environments, unique chemical resistance, specialty 
flammability ratings and explosion proof-requirements. 
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KOO-15 KO2-3 K20-4
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KO

K20/30

KOO

KO SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
KO3-3-14

Model Height Length

KO3 3 14”

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

KOO 0.28 (7) 0.47 (12) 0.47 (12) 0.04 (0.06)
KO* 0.39 (10) 0.60 (15) 0.59 (15) 0.10 (0.15)
KO2 0.97 (25) 1.47 (37) 1.18 (30) 0.14 (0.21)
KO3 1.54 (39) 2.04 (52) 1.80 (46) 0.18 (0.27)
KO4 1.87 (47) 2.36 (60) 2.16 (55) 0.20 (0.30)
K20 0.98 (25) 1.50 (38) 1.22 (31) 0.22 (0.33)
K30 1.42 (36) 1.89 (48) 1.61 (41) 0.25 (0.37)

*Does not hinge open – requires plastic mounting brackets (all other KO Series carriers have brackets built into links).

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

KOO - 15 0.59 (15) 1.57 (40) 1.42 (36) 3.04 (77)
KO - 3 1.20 (30) 3.00 (76) 2.50 (64) 5.35 (136)

KO2/KO3/KO4 - 2 0.70 (18) 2.00 (51) 2.00 (51) 3.77 (96)
KO2/KO3/KO4 - 3 1.20 (30) 3.00 (76) 2.50 (64) 5.35 (136)

K20/K30 - 4 1.57 (40) 3.62 (92) 3.25 (83) 7.29 (85)
K20/K30 - 6 2.57 (65) 6.38 (162) 4.50 (114) 10.43 (265)

SPECIFICATIONS
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CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

HR

K

Pitch Length
KOO=0.59 (15)

KO=0.79 (20)
K20/30=1.18 (30)

Support Surface

Fixed End

Moving End

Recommended Clearance
Above Track 0.75 (19)

CL

Total Travel
1/2 Total Travel 1/2 Total Travel

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

A
Film Hinge

0.39 (10)

C

A
0.59
(15)

K0-3KOO KO2/KO3/KO4 K20/K30

C
A

0.87
(22)

0.71
(18)

CC A
0.59
(15)

0.38
(10)

TOP VIEW: MOUNTING HOLE DIMENSIONS

Q
0.12
(3)

Q
0.16
(4)

Q
0.16
(4)

Q

0.16
(4)

K0-3KOO KO2/KO3/KO4 K20/K30

Dimensions in inches (mm)
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KN SERIES | NYLATRAC® STANDARD (open-style carriers)NYLATRAC  STANDARD (open-style carriers)
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(0.30)

2.0
(0.61)

KN SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
KN2-3-18

Model Height Length

KN2 3 18"

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

KN2 0.97 (25) 1.47 (37) 1.18 (30) 0.14 (0.21)
KN3 1.54 (39) 2.03 (52) 1.80 (46) 0.18 (0.27)
KN4 1.87 (47) 2.36 (60) 2.16 (55) 0.20 (0.30)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

2 0.70 (18) 2.00 (51) 2.00 (51) 3.77 (96)
3 1.20 (30) 3.00 (76) 2.50 (64) 5.35 (136)

SPECIFICATIONS
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KN SERIES  |  NYLATRAC® STANDARD (open-style carriers)

HR

K

Pitch Length
0.79 (20)

Support Surface

Fixed End

Moving End

Recommended Clearance
Above Track 0.75 (19)

CL

Total Travel
1/2 Total Travel 1/2 Total Travel

C
A

0.59
(15)

0.40
(10)

Q
0.16 (4)

CARRIER SIDE VIEW

CARRIER CROSS SECTION

TOP VIEW: MOUNTING HOLE DIMENSIONS

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

Dimensions in inches (mm)
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(open-style carriers)
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SP SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
SP300-5-inner-1-24-STRAIN #1

Model Height Location of 
Hinged Bars Separators Length Bracket 

Arrangement*

SP300 5 inner 1 24" STRAIN # 1

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

SP059 0.59 (15) 1.05 (27) One Slot 0.20 (0.30)
SP100 1.00 (25) 1.46 (37) 0.59 (15) 0.20 (0.30)
SP150 1.50 (38) 1.96 (50) 0.94 (24) 0.23 (0.34)
SP200 2.00 (51) 2.46 (62) 1.44 (37) 0.26 (0.39)
SP250 2.50 (64) 2.96 (75) 1.94 (49) 0.28 (0.42)
SP300 3.00 (76) 3.46 (88) 2.44 (62) 0.29 (0.43)
SP400 4.00 (102) 4.46 (113) 3.44 (87) 0.36 (0.54)

Note: Hinged bars available on inner (standard) or outer radius. Please specify when ordering.

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

3 1.05 (27) 3.15 (80) 2.78 (70) 5.70 (145)
4 1.48 (37) 4.00 (102) 3.21 (81) 7.03 (179)
5 1.85 (47) 4.75 (121) 3.58 (91) 8.21 (209)
7 2.85 (72) 6.75 (171) 4.58 (116) 11.35 (288)

85 3.73 (95) 8.50 (216) 5.46 (139) 14.10 (358)

SPECIFICATIONS

*Strain relief brackets are standard.

Shown with hinged bars on inner radius.
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A

C

0.79 (20)1.05 (27) 0.79 (20)1.05 (27)

A

C

Hinged 
bar on
Inner
Radius

0.09 (2)
0.19 (5)Optional Separator Optional Separator 0.09 (2)

0.19 (5)

Hinged 
bar on
Outer
Radius

Support Surface

Pitch Length
1.20 (30)

1/2 Total Travel1/2 Total Travel

Total Travel K

H

CLFixed End

Moving End

Recommended Clearance
Above Track 2.00 (51)

R

0.26 X 0.40 (7 x 10) Slot Typ.  

Q

1.46
(37)

0.90
(23)

0.56
(14)

Standard
Strain Relief

1 2 3 4

Standard Mounting Bracket Arrangements

CARRIER SIDE VIEW

CARRIER CROSS SECTION

TOP VIEW MOUNTING BRACKET

BRACKET ARRANGEMENTS

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

Nylatrac

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

KS SERIES | NYLATRAC® STANDARD (open-style carriers)

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers

 STANDARD (open-style carriers)

5.0
(7.44)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

4.0
(5.95)

3.0
(4.46)

2.0
(2.98)

1.0
(1.49)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

KS SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
KS225-54-inner-1-48-STD #1

Model  Height Location of 
Hinged Bars Separators Length Bracket 

Arrangement*

KS225 54 inner 1 48" STD # 1

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

KS100 1.00 (25) 1.52 (39) 0.68 (17) 0.40 (0.60)
KS150 1.50 (38) 2.02 (51) 0.84 (21) 0.44 (0.65)
KS225 2.25 (57) 2.77 (70) 1.66 (42) 0.51 (0.76)
KS300 3.00 (76) 3.52 (89) 2.41 (61) 0.54 (0.80)
KS400 4.00 (102) 4.52 (115) 3.41 (86) 0.60 (0.89)

Note: Hinged bars available on inner or outer radius. Please specify when ordering. (Hinged bars on inner radius is standard.)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

54 2.01 (51) 5.40 (137) 4.56 (116) 9.97 (253)
7* 2.81 (71) 7.00 (178) 5.38 (137) 12.49 (317)
73 2.95 (75) 7.28 (185) 5.32 (135) 12.78 (324)
85 3.69 (94) 8.75 (222) 6.25 (159) 15.23 (387)
11 5.00 (127) 11.38 (289) 7.56 (192) 19.36 (492)
13 5.86 (149) 13.10 (333) 8.37 (213) 21.99 (559)

SPECIFICATIONS

*Strain relief brackets are optional. To add strain relief brackets, specify as “STRAIN” + arrangement # (1-4).

*Low camber. Consult factory for unsupported span length.

Shown with hinged bars on 
inner and outer radius.
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CABLE AND HOSE CARRIERS

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers

KS SERIES  |  NYLATRAC® STANDARD (open-style carriers)

CARRIER SIDE VIEW

2.27
(58)

0.39 (10)

1.23
(31) 0.82

(21)

Optional Strain Relief*Q

0.28 x 0.50 (7 x 13) Slot Typ.

TOP VIEW MOUNTING BRACKET

1 2 3 4

Standard Mounting Bracket Arrangements

BRACKET ARRANGEMENTS

0.50 (13)
0.12 (3)

1.04 (26)
1.38 (35)

0.50 (13)

C
A

0.12 (3)

C
A

Optional Separator

1.04 (26)
1.38 (35)

Optional Separator

Hinged Bar
on Inner
Radius

Hinged Bar 
on Outer
Radius

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

R

Pitch Length
1.83 (46)

1/2 Total Travel 1/2 Total Travel

Support Surface

Recommended Clearance
Above Track 1.50 (38)

Total Travel

H

CL

K

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

P/PH SERIES | NYLATRAC® STANDARD (open-style carriers)

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers
2.5

(3.72)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

2.0
(2.98)

1.5
(2.23)

1.0
(1.49)

O.5
(0.74)

3.5
(1.07)

2.5
(0.76)

1.5
(0.46)

0.5
(0.15)

3.0
(0.91)

1.0
(0.30)

2.0
(0.61)

PH
P

P/PH SERIES – WEIGHT LOAD

Specify part number 
with dashes

Example:
PH2-5-inner-36-#1 IN

Model Height Location of 
Hinged Bars Length Bracket 

Arrangement*

PH2 5 inner 36" #1 IN

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

P1 1.25 (32) 1.72 (44) 0.35 (0.52)
PH1* 1.25 (32) 1.72 (44) 0.35 (0.52)
P2 2.50 (64) 2.97 (75) 0.41 (0.61)
PH2* 2.50 (64) 2.97 (75) 0.41 (0.61)
P3 4.00 (102) 4.47 (114) 0.49 (0.73)
PH3* 4.00 (102) 4.47 (114) 0.49 (0.73)

*PH Series crossbars hinge open on both left and right sides for directional opening. Please specify inner or outer radius for hinged bars. (Inside radius is standard.)

SPECIFICATIONS

*Specify bracket fl ange: inward (IN) or outward (OUT).

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

4 1.25 (32) 4.00 (102) 3.41 (87) 6.69 (170)
5 1.75 (44) 5.00 (127) 4.00 (102) 9.00 (229)

10 4.25 (108) 10.00 (254) 6.50 (165) 16.50 (419)

Model P2-5 Model PH3-5

Shown with hinged 
bars on inner radius.
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CABLE AND HOSE CARRIERS

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers

P/PH SERIES  |  NYLATRAC® STANDARD (open-style carriers)

A - 
0.55 (14)

A +
0.89
(23)

0.28 x 0.44 Slots Typ.
   (7  x 11)

A +
1.07
(27)

1.13 (29) 1.13
(29)1.69

(43)

A - 
1.15 (29)

A -
0.50
(13)

A +
1.73
(44)

A -
1.27 (32)

A +
1.61
(41)

A

TOP VIEW MOUNTING BRACKET

A
C

1.32 
(33)

1.50 
(38) Hinged Bar

on Inner Radius

PH Series - Inner Hinged Bar
(Standard)

PH Series - Outer Hinged Bar P Series

A
C

Hinged Bar
on Inner Radius

1.50 
(38)

1.32 
(33)

1.33
(34)

1.50
   (38)

C
A

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

K

H

1/2 Total Travel1/2 Total Travel

R

Total Travel

Pitch Length
1.50 (38)

CL
Fixed End

Moving End

Support Surface

Recommended Clearance
Above Track 1.00 (25)

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

NP SERIES | NYLATRAC® STANDARD (open-style carriers)

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers
5.0

(7.44)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

4.0
(5.95)

3.0
(4.46)

2.0
(2.98)

1.0
(1.49)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

NP SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

NP200 2.00 (51) 2.63 (67) 1.19 (30) 0.72 (1.07)
NP250 2.50 (64) 3.13 (80) 1.69 (43) 0.74 (1.10)
NP300 3.00 (76) 3.63 (92) 2.19 (56) 0.78 (1.15)
NP400 4.00 (102) 4.63 (118) 3.19 (81) 0.85 (1.26)
NP500 5.00 (127) 5.63 (143) 4.19 (106) 0.95 (1.41)
NP600 6.00 (152) 6.63 (168) 5.19 (132) 1.03 (1.54)

Note: Hinged bars available on inner or outer radius. Please specify when ordering. (Hinged bars on inner radius is standard.)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

7 2.50 (64) 7.00 (178) 5.67 (144) 12.18 (309)
8 2.95 (75) 7.90 (201) 6.12 (155) 13.59 (345)

10 3.94 (100) 9.88 (251) 7.11 (180) 16.70 (424)
12 4.92 (125) 11.84 (301) 8.09 (205) 19.78 (502)
14 5.91 (150) 13.82 (351) 9.07 (230) 22.87 (581)
18 7.87 (200) 18.00 (457) 11.04 (280) 29.04 (738)

SPECIFICATIONS

*Strain relief brackets are standard.

Specify part number 
with dashes

Example:
NP200-7-inner-0-36-STRAIN #1

Model Height Location of 
Hinged Bars Separators Length Bracket 

Arrangement*

NP200 7 inner 0 36" STRAIN #1

Shown with hinged 
bars on inner radius.
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CABLE AND HOSE CARRIERS

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers

NP SERIES  |  NYLATRAC® STANDARD (open-style carriers)

CARRIER SIDE VIEW

TOP VIEW MOUNTING BRACKET

1 2 3 4
Standard Mounting Bracket Arrangements

BRACKET ARRANGEMENTS

Total Travel

Pitch Length 
2.17 (55)

H

K
1/2 Total Travel1/2 Total Travel

CL

Support Surface

R

Recommended Clearance
Above Track 2.00 (51)

Moving End

Fixed End

1.72
(44)

1.08
(27)

2.79
(71)

Q

0.28 x 0.50
    (7 x 13)

Standard
Strain Relief

Optional Separator

A
C

0.36 (9)
0.08 (2)

1.54 (39)2.00 (51)

Hinged 
bar on
Inner

Radius

Hinged 
bar on
Outer

Radius

A
C

Optional Separator
0.36 (9)

0.08 (2)

1.54 (39) 2.00 (51)

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

KL SERIES | NYLATRAC® STANDARD (open-style carriers)

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers
10.0

(14.88)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

KL SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

Q
inches (mm)

WEIGHT
lb/ft (kg/m)

KL200* 2.00 (51) 2.75 (70) 1.05 (27) 1.00 (1.49)
KL1** 3.00 (76) 3.75 (95) 1.88 (48) 0.98 (1.46)
KL2 4.50 (114) 5.25 (133) 3.38 (86) 1.11 (1.65)
KL3 7.00 (178) 7.75 (197) 5.88 (149) 1.48 (2.20)

  *New model: KL200-10 or KL200-15 – hinged bars available on inside (standard) or outside radius. When specifying, please note preferred location of hinged bars.
**KL1 –  optional single-piece cavity divider available.

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

10* 3.75 (95) 10.00 (254) 7.59 (193) 16.80 (427)
15* 6.25 (159) 15.00 (381) 10.08 (256) 24.70 (627)
85 3.00 (76) 8.50 (216) 6.88 (175) 14.68 (373)
12 4.75 (121) 12.00 (305) 8.63 (219) 20.18 (513)
14 5.75 (146) 14.00 (356) 9.63 (244) 23.31 (592)
18 7.75 (197) 18.00 (457) 11.60 (295) 29.50 (749)
26 11.75 (298) 26.00 (660) 15.60 (396) 42.18 (1071)

SPECIFICATIONS
*Strain relief brackets are optional.

Specify part number 
with dashes

Example:
KL3-18-2-60-STD #1

Model Height Separators Length Bracket 
Arrangement*

KL3 18 2 60" STD #1

(open-style carriers)

NEW! 
KL1 available with optional 
single-piece cavity divider.

*10 and 15 Height No. with KL200 model only (KL200-10 or KL200-15).

Model KL1 w/ Optional Cavity Divider

0.90
(23)

1.45 (37)

0.75 (19)

1.29 (33)

3.75 (95)

3.00 (76)

2.50
(64)

1.75
(44)

CAVITY DIVIDER CROSS SECTION Dimensions in inches (mm)

Shown with optional 
strain relief style brackets.
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CABLE AND HOSE CARRIERS

N
YLATRA

C STA
N

D
A

RD  |  Open-Style Plastic Carriers

KL SERIES  |  NYLATRAC® STANDARD (open-style carriers)

CARRIER SIDE VIEW

H

K

Pitch Length
2.63 (67)

Support Surface

1/2 Total Travel1/2 Total Travel

Total Travel

Moving End

Fixed End CL

R
Recommended Clearance 

Above Track 2.50 (64)

Q

0.38 (10) x
1.00 (25) Slot Typ.

1.23 (31)

1.50 (38)

0.75 (19)

Optional
Strain Relief

1.50
(38)

2.25
(57)

KL1/KL2/KL3 Mounting Bracket KL200 Mounting Bracket

Q

0.38 (10)
x 0.80 (20)
Slot Typ.

1.25 (32)

1.50
(38)

0.50 (13)

3.21
(81)

1.00
(25)

Optional
Strain Relief

TOP VIEW MOUNTING BRACKET

1 2 3 4

Standard Mounting Bracket Arrangements

BRACKET ARRANGEMENTS

CARRIER CROSS SECTION

A

C

2.50
(64)

1.75
 (44)

0.10 (2.44)

0.38 (9.52)Optional
Separator

A
C

KL1/KL2/KL3 End View
KL200 End View

- Shown with optional separators
- Hinged bars on inner (standard) or outer radius

2.50
(64)

1.78 
(45)

2.50
(64)

1.78 
(45)

A

C

Hinged
Bar on
Inner

Radius

Hinged
Bar on
Outer
Radius

0.30 (8)
0.09 (2)

0.09 (2)

0.30 (8)

Hinged
Bar on

Outer Radius
(Standard)

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, 
minimizing the required length. In cases where 
center mounting is not possible, add the distance 
offset from center to the carrier length calculation.

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

NSB SERIES | NYLATRAC® MODULAR (open-style carriers)

N
YLATRA

C M
O

D
U

LA
R  |  Open-Style Plastic Carriers

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

0

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

NSB SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

NSB Customer Specifi ed A + 0.94 (24) 0.70 (1.04)
Crossbar Styles:

  RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

SPECIFICATIONS

*Specify bracket fl ange: inward (IN) or outward (OUT).

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

55 2.39 (61) 6.17 (157) 5.13 (130) 11.50 (292)
75 3.06 (78) 7.50 (191) 5.88 (149) 13.75 (349)

Specify part number 
with dashes

Example:
NSB-PR-4.50-55-1-72-#1 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

NSB PR 4.50" 55 1 72" #1 IN
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CABLE AND HOSE CARRIERS

N
YLATRA

C M
O

D
U

LA
R  |  Open-Style Plastic Carriers

NSB SERIES  |  NYLATRAC® MODULAR (open-style carriers)
CARRIER SIDE VIEW

BRACKET ARRANGEMENTS

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

CARRIER CROSS SECTION

Dynatect Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

A

1.37
(35)PR= 0.62 (16)

C

RB= 0.73 (19)

0.12 (3)Optional Separator

H

K

R

CL

1/2 Total Travel1/2 Total Travel
Total Travel

Recommended Clearance
Above Track 2.00 (51)

Support Surface

Moving End

Fixed End

Pitch Length
1.97 (50) 

TOP VIEW MOUNTING BRACKET

A + 
1.91 (49)

A + 
1.22 (31) A A - 

0.97 (25)
A - 

0.27 (7)

1.38 (35)

0.79 (20)

0.28 x 0.50 (7 x 13)
Slots Typ.

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

TSC SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers

TSC SERIES – WEIGHT LOAD

SPECIFICATIONS

Specify part number 
with dashes

Example:
 TSC415-F-80-1-72-#1 IN

Model Bar Style Bar Width*
(inches) Height Separators Length

Bracket 
Arrange-
ment**

TSC415 F (n/a) 80 1 72" #1 IN

 *Does not apply to ‘F’ style bar.     **Specify bracket fl ange: inward (IN) or outward (OUT).

8.0
(2.44)

UNSUPPORTED LENGTH – FT (m)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

0

10.0
(14.88)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

Crossbar Styles (Top and Bottom):
F = Snap-In Plastic Flat Bar     RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

AF = Bolted Aluminum Flat Bar      PL = Plastic Lid (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

80*** 2.95 (75) 8.20 (208) 6.74 (171) 14.24 (362)
100*** 3.94 (100) 10.18 (259) 7.73 (196) 17.43  (443)
115*** 4.52 (115) 11.34 (288) 8.31 (211) 19.28 (490)
120 4.92 (125) 12.14 (308) 8.71 (221) 20.58 (523)
140 5.91 (150) 14.12 (359) 9.70 (246) 23.69 (602)
160 6.69 (170) 15.68 (398) 10.48 (266) 26.16 (665)
180 7.87 (200) 18.04 (458) 11.66 (296) 29.89 (759)
200 8.46 (215) 19.22 (488) 12.25 (311) 31.72 (806)
220 9.84 (250) 21.98 (558) 13.63 (346) 38.74 (984)
260 11.81 (300) 25.92 (658) 15.60 (396) 42.31 (1075)
300 13.78 (350) 29.86 (758) 17.57 (446) 48.51 (1232)

***Plastic lids not available on 80, 100 or 115 height. Optional modular sliders not available on 80 or 100 height.

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

TSC218-F 2.18 (55) 3.03 (77) 1.09 (1.62)
TSC317-F 3.17 (81) 4.02 (102) 1.12 (1.67)
TSC368-F 3.68 (94) 4.53 (115) 1.14 (1.70)
TSC415-F 4.15 (105) 5.00 (127) 1.16 (1.73)
TSC513-F 5.13 (130) 5.98 (152) 1.19 (1.77)
TSC554-F 5.54 (141) 6.39 (162) 1.20 (1.79)
TSC597-F 5.97 (152) 6.82 (173) 1.20 (1.79)
TSC998-F 9.98 (253) 10.83 (275) 1.90 (2.83)
TSC-PR Customer Specifi ed A + 0.85 (22) 0.88 (1.31)
TSC-RB Customer Specifi ed A + 0.85 (22) 0.82 (1.22)
TSC-AF Customer Specifi ed A + 0.85 (22) 1.15 (1.71)
TSC-PL*** Customer Specifi ed A + 0.85 (22) 1.47 (2.19)

Shown with optional 
modular sliders.

Note: Modular low-friction sliders are optional.

MODULAR LOW-FRICTION 
SLIDERS
Modular sliders are often used in 
long travel applications in which 
chain bands glide on each other. 
Sliders are manufactured from 
special plastic material that is wear-resistant and provides 
a low coeffi  cient of friction. Not only do they reduce 
tow force and wear, but they are removable and easy 
to replace.
When adding sliders to TSC Series, add 0.15” (4 mm) to 
overall track width (‘C’ dimension).
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CABLE AND HOSE CARRIERS

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers

TSC SERIES  |  NYLATRAC® MODULAR (open- & enclosed-style carriers)

CARRIER SIDE VIEW

TOP VIEW MOUNTING BRACKET

BRACKET ARRANGEMENTS

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the 
stationary end of the carrier at the center 
of travel, minimizing the required length. 
In cases where center mounting is not 
possible, add the distance offset from 
center to the carrier length calculation.

CARRIER CROSS SECTION

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

A
A-

0.72
(18)

A+
1.57
(40)

A-
1.65
(42)

A+
2.50
(64)

A-
0.72
(18)

A+
1.57
(40)

A-
1.65
(42)

A+
2.50
(64)

1.19
(30)

1.19
(30)

AF/RB=1.65
(42)

PR=1.52
(39)

F= 1.65
(42)

C
A

0.19
(5)

0.13
(3)

2.30
(58)

Optional
Separator

0.19 (5)
0.62 (16)

PL=1.65 
(42)

C
A

2.30
(58)

Optional
Separator

TSCPL
(w/ Plastic Lids)

TSC
(Cross bar options: F/PR/RB/AF)

Optional
Separator

Pitch
Length

2.64 (67)

2.91
(74)

Moving End

1/2 Travel

Fixed End

1/2 Travel

Recommended Clearance 
Above Track 2.00 (51)

2.91
(74)

Total Travel

R

K

HCL

Support Surface

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

TS SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers

TS SERIES – WEIGHT LOAD

SPECIFICATIONS

Specify part number 
with dashes

Example:
TS-RB-3.25-110-1-72-#1 IN

Model Bar Style Bar Width* Height Separators Length Bracket 
Arrangement**

TS RB 3.25" 110 1 72" #1 IN

 *Does not apply to ‘F’ style bar.     **Specify bracket fl ange: inward (IN) or outward (OUT).

16.0
(4.88)

15.0
(22.32)

UNSUPPORTED LENGTH – FT (m)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

5.0
(7.44)

1.7
(2.53)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

0

35.0
(52.09)

Crossbar Styles (Top and Bottom):
F / PS = Snap-In Plastic Flat Bar   RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

AF = Bolted Aluminum Flat Bar     AFS = Snap-In Aluminum Flat Bar
PL = Plastic Lid (Enclosed-Style Carrier)      AP = Aluminum Armor Plate (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

110*** 3.88 (99) 11.00 (279) 9.56 (243) 20.30 (516)
140*** 5.38 (137) 14.00 (356) 11.06 (281) 25.01 (635)
170 6.81 (173) 16.88 (429) 12.50 (318) 29.53 (750)
200 8.31 (211) 19.88 (505) 14.00 (356) 34.24 (870)
245 10.56 (268) 24.38 (619) 16.25 (413) 41.31 (1049)
275 12.13 (308) 27.50 (699) 17.81 (452) 46.22 (1174)
360 16.13 (410) 35.50 (902) 21.81 (554) 58.78 (1493)

***The following options are not available with 110 and 140 curve heights: modular sliders, aluminum armor plates, plastic lids. 

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

TS293-F 2.93 (74) 4.45 (113) 2.40 (3.57)
TS387-F 3.87 (98) 5.35 (136) 2.50 (3.72)
TS480-F 4.80 (122) 6.33 (161) 2.60 (3.87)
TS638-F 6.36 (162) 7.89 (200) 2.70 (4.02)
TS762-F 7.62 (194) 9.14 (232) 2.80 (4.17)
TS805-F 8.05 (205) 9.57 (243) 2.85 (4.25)
TS980-F 9.79 (249) 11.32 (288) 2.90 (4.32)
TS1101-F 11.01 (280) 12.53 (318) 2.95 (4.39)
TS1148-F 11.48 (292) 13.00 (330) 3.00 (4.46)
TS1169-F 11.68 (297) 13.21 (336) 3.00 (4.46)
TS1357-F 13.57 (345) 15.09 (383) 3.10 (4.61)
TS-PS Customer Specifi ed A + 1.52 (39) 3.31 (4.92)
TS-RB  /  TS-PR Customer Specifi ed A + 1.52 (39) TS-RB = 2.45 (3.65)  /  TS-PR = 2.69 (4.00)
TS-AF  /  TS-AFS Customer Specifi ed A + 1.52 (39) TS-AF = 4.93 (7.34)  /  TS-AFS = 4.81 (7.16)
TS-PL  /  TS-AP Customer Specifi ed A + 1.52 (39) TS-PL = 4.33 (6.44)  /  TS-AP = 6.39 (9.51)

MODULAR LOW-FRICTION 
SLIDERS
Modular sliders are often used in 
long travel applications in which 
chain bands glide on each other. 
Sliders are manufactured from special plastic material 
that is wear-resistant and provides a low coeffi  cient of 
friction. Not only do they reduce tow force and wear, but 
they are removable and easy to replace.
When adding sliders to TS Series, add 0.20” (5 mm) to 
overall track width (‘C’ dimension).

TS-RB = 2.45 (3.65)  /  TS-PR = 2.69 (4.00)
TS-AF = 4.93 (7.34)  /  TS-AFS = 4.81 (7.16)
TS-PL = 4.33 (6.44)  /  TS-AP = 6.39 (9.51)

Shown with optional 
modular sliders.
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CABLE AND HOSE CARRIERS

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers

TS SERIES  |  NYLATRAC® MODULAR (open- & enclosed-style carriers)

CARRIER SIDE VIEW

TOP VIEW MOUNTING BRACKET

BRACKET ARRANGEMENTS

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, 
minimizing the required length. In cases where 
center mounting is not possible, add the distance 
offset from center to the carrier length calculation.

CARRIER CROSS SECTION

PR=
2.29
(58)

RB=
2.38
(60)

AF/AFS=
2.22 (56)

PS=
2.13
(54)

3.25
(83)

A
C

Note: Cross bars shown with optional separators

AP=
2.22
(56)

TSPL/TSAP
(w/ Plastic or Aluminum Lids)

TS
(Cross bar options: F/PS/AF/AFS/RB/PR)

3.25
(83)

F=
2.19
(56)

0.18 (5) 0.50 (13) 0.13 (3)0.19 (5) 0.50 (13) 0.19 (5)

PL=
2.13
(54)

A
C

Pitch Length
4.06 (103)

Total Travel 
1/2 Total Travel1/2 Total Travel

Recommended Clearance
Above Track 2.50 (64)

Fixed End

H

K

CL

Moving End

Support Surface

R

Fixed and Moving End Moving End When Even Number of Links

A
A-

0.88
(22)

A-
2.18 (55)

A+
2.04
(52)

A+
3.34
(85)

A-
0.51
(13)

A-
1.81
(46)

A+
2.42
(61)

A+
3.72
(94)

1.97 (50) 2.95 (75)
0.44 x 0.80 (11 x 20) Slots Typ. 

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

TL SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers

TL SERIES – WEIGHT LOAD

SPECIFICATIONS

Specify part number 
with dashes

Example:
TL-AFS-4.25-275-1-60-#3 OUT

Model Bar Style Bar Width* Height Separators Length Bracket 
Arrangement**

TL AFS 4.25" 275 1 60" #3 OUT

 *Does not apply to ‘F’ style bar.     **Specify bracket fl ange: inward (IN) or outward (OUT).

15.0
(22.32)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

5.0
(7.44)

1.7
(2.53)

35.0
(52.09)

16.0
(4.88)

UNSUPPORTED LENGTH – FT (m)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

0

Crossbar Styles (Top and Bottom):
F / PS = Snap-In Molded Plastic Flat Bar   RB = Bolted Aluminum Round Bar     PR = Poly Roller over Bolted Aluminum Round Bar

AF = Bolted Aluminum Flat Bar     AFS = Snap-In Aluminum Flat Bar
PL = Plastic Lid (Enclosed-Style Carrier)      AP = Aluminum Armor Plate (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

160* 5.81 (148) 15.75 (400) 14.50 (368) 28.25 (718)

200 7.94 (202) 20.00 (508) 16.70 (424) 35.25 (895)

237 9.81 (249) 23.75 (603) 18.50 (470) 41.00 (1041)

275 11.75 (298) 27.63 (702) 20.50 (521) 47.00 (1194)

350 15.63 (397) 35.38 (899) 24.40 (620) 59.00 (1499)

415 18.94 (481) 42.00 (1067) 27.70 (704) 69.50 (1765)

525 24.69 (627) 53.50 (1359) 33.40 (848) 87.50 (2223)
*The following options are not available with the 160 curve height: modular sliders, aluminum armor plates, plastic lids.

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

TL394F 3.94 (100) 5.87 (149) 2.80 (4.17)

TL466F 4.66 (118) 6.59 (168) 2.85 (4.24)

TL573F 5.73 (146) 7.67 (195) 2.90 (4.32)

TL789F 7.88 (200) 9.82 (249) 2.95 (4.39)

TL968F 9.68 (246) 11.62 (295) 3.00 (4.46)

TL1184F 11.84 (300) 13.77 (350) 3.05 (4.54)

TL1363F 13.63 (346) 15.57 (395) 3.10 (4.61)

TS-PS Customer Specifi ed A + 1.94 (49) 4.03 (5.99)

TL-RB  /  TL-PR Customer Specifi ed A + 1.94 (49) TL-RB = 3.42 (5.09)  /  TL-PR = 3.72 (5.54)

TL-AF  /  TL-AFS Customer Specifi ed A + 1.94 (49) TL-AF = 5.21 (7.76)  /  TL-AFS = 5.12 (7.62)

TL-PL  /  TL-AP Customer Specifi ed A + 1.94 (49) TL-PL = 5.21 (7.75)  /  TL-AP = 7.56 (11.25)

MODULAR LOW-FRICTION SLIDERS
Modular sliders are often used in long 
travel applications in which chain 
bands glide on each other. Sliders are 
manufactured from special plastic 
material that is wear-resistant and 
provides a low coeffi  cient of friction. 
Not only do they reduce tow force and 
wear, but they are removable and easy to replace.
When adding sliders to TL Series, add 0.20" (5 mm) 
to overall track width (‘C’ dimension).

Shown with optional 
modular sliders.
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CABLE AND HOSE CARRIERS
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R  |  Open- & Enclosed-Style Plastic Carriers

TL SERIES  |  NYLATRAC® MODULAR (open- & enclosed-style carriers)

A-
0.88
(22)

A- 2.50 (64)
A+
2.88
(73)

A+
4.50
(114)

A- 2.88 (73) A-1.25
(32)

A+
2.50
(64)

A+
4.00
(102)

2.75 (70) 3.94 (100)

0.50 (13) x 1.00 (25) Slots Typ.  

Fixed End Moving End

A

H

K

Support Surface

Pitch Length
5.16 (131)

CL

1/2 Total Travel1/2 Total Travel
Total Travel

Recommended Clearance
Above Track 2.50 (64)

Fixed End

Moving End

R

CARRIER SIDE VIEW

CARRIER CROSS SECTION

TOP VIEW MOUNTING BRACKET

BRACKET ARRANGEMENTS

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the 
stationary end of the carrier at the center 
of travel, minimizing the required length. 
In cases where center mounting is not 
possible, add the distance offset from 
center to the carrier length calculation.

1 2 3 4

Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

A
C

4.13
(105)

AP=
2.96
(75)

PL=
2.88
(73)

0.19 (5)0.25 (6)

A
C

F =
3.02
(77)

PS =
2.88
(73)

AF &
 AFS =
2.96
(75)

RB =
3.05
(76)

PR =
2.88
(73)

4.13
(105)

0.19 (5) 0.25 (6) 0.19 (5) 0.19 (5)

TLPL/TLAP
(w/ Plastic or Aluminum Lids)

TL
(Cross bar options: F/PS/AF/AFS/RB/PR)

Cross bars shown with optional separators

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

NXL SERIES | NYLATRAC® MODULAR (open- & enclosed-style carriers)

N
YLATRA

C M
O

D
U

LA
R  |  Open- & Enclosed-Style Plastic Carriers
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30.0
(44.65)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

)

20.0
(29.76)

10.0
(14.88)

45.0
(66.97)

16.0
(4.88)

18.0
(5.49)

UNSUPPORTED LENGTH – FT (m)

14.0
(4.27)

10.0
(3.05)

6.0
(1.83)

2.0
(0.61)

12.0
(3.66)

4.0
(1.22)

8.0
(2.44)

0

NXL SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

NXL-CC/AF/PR/RB Customer Specifi ed A + 2.50 (64) 6.34 (9.43)
NXL-AP Customer Specifi ed A + 2.50 (64) 10.40 (––)

 

SPECIFICATIONS

Crossbar Styles:
AF = Bolted Aluminum Flat Bar      RB = Bolted Aluminum Round Bar 

PR = Poly Roller over Bolted Aluminum Round Bar     AP = Aluminum Armor Plate (Enclosed-Style Carrier)

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

240* 9.05 (230) 24.00 (610) 19.50 (495) 43.00 (1092)
270* 10.42 (265) 26.75 (679) 21.00 (533) 47.50 (1207)
300 12.05 (306) 30.00 (762) 22.50 (572) 52.50 (1334)
375 15.80 (401) 37.50 (953) 26.50 (673) 64.50 (1638)
410 17.55 (446) 41.00 (1041) 28.00 (711) 70.00 (1778)
450 19.55 (497) 45.00 (1143) 30.00 (762) 76.00 (1930)
600 27.05 (687) 60.00 (1524) 37.50 (953) 100.00 (2540)

 

Specify part number 
with dashes

 Example:
NXL-PR-5.00-375-1-120-#2 IN

Model Bar Style Bar Width Height Separators Length Bracket 
Arrangement*

NXL PR 5.00" 375 1 120" #2 IN

*Specify bracket fl ange: inward (IN) or outward (OUT).

*Aluminum armor plates are not available on 240 and 270 height.
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CABLE AND HOSE CARRIERS

NXL SERIES  |  NYLATRAC® MODULAR (open- & enclosed-style carriers)
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TOP VIEW MOUNTING BRACKET

CARRIER CROSS SECTION

Dynatect 
Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance  
From Center*) = Length 
Dynatect recommends mounting the stationary 
end of the carrier at the center of travel, minimizing 
the required length. In cases where center 
mounting is not possible, add the distance offset 
from center to the carrier length calculation.

BRACKET ARRANGEMENTS

1 2 3 4
Standard Mounting Bracket Arrangements

Mounting Holes
Inward

Mounting Holes
Outward

R
H

K
1/2 Total Travel1/2 Total Travel

Total Travel

CL

Support Surface

Pitch Length
7.38 (187)

Recommended Clearance 
Above Track 3.50 (89)

Fixed End

Moving End

A

0.38 (10) Optional Separator

PR=3.94
(100)

RB=4.17
(106)

AF=4.77
(121)

C

Optional Separator

A
C

AP=4.16
(106)

0.25 (6)

5.91
(150)

5.91
(150)

NXLAP
(w/Aluminum Lids)

NXL
(Cross bar options: PR/RB/AF)

A-
3.44 (87)

A-
1.16 (39)

2.00 (51)

5.00 (127)

0.53 (13) x 1.25 (32) Slots Typ.

A+
3.66 (93)

A+
5.99 (152)

3.00 (76.20)
6.50 (165)

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

KOE SERIES | NYLATUBE® STANDARD (enclosed-style carriers)

N
YLATU

BE STA
N

D
A

RD  |  Enclosed-Style Plastic Carriers

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

KOE1 - 30 1.18 (30) 3.00 (76) 2.20 (56) 5.10 (130)
KOE1 - 45 1.97 (50) 4.50 (114) 3.00 (76) 7.60 (193)
KOE3 - 60 2.36 (60) 5.90 (150) 3.80 (96) 10.20 (259)
KOE3 - 90 2.95 (75) 9.10 (231) 4.90 (124) 12.00 (305)

KOE3 - 130 3.94 (100) 13.00 (330) 5.90 (150) 15.10 (384)
KOE4 - 75 2.95 (75) 7.50 (191) 5.50 (140) 12.80 (325)
KOE4 - 95 3.94 (100) 9.50 (241) 6.50 (165) 15.90 (404)

KOE4 - 130 5.91 (150) 13.40 (340) 8.50 (216) 22.10 (561)
KOE5 - 10 3.94 (100) 9.90 (251) 7.10 (180) 16.70 (424)
KOE5 - 14 5.91 (150) 13.80 (351) 9.10 (231) 22.90 (582)
KOE6 - 10 3.94 (100) 9.90 (251) 7.10 (180) 16.70 (424)
KOE6 - 14 5.91 (150) 13.80 (351) 9.10 (231) 22.90 (582)

 

MODEL NO. A
inches (mm)

B
inches (mm)

C
inches (mm)

D
inches (mm)

Q
inches (mm)

M
inches (mm)

WEIGHT
lb/ft (kg/m)

KOE1 0.95 (24) 0.39 (10) 1.42 (36) 0.59 (15) 1.18 (30) 0.16 (4) 0.19 (0.28)
KOE3 1.34 (34) 0.83 (21) 1.97 (50) 1.18 (30) 1.60 (41) 0.19 (5) 0.44 (0.65)
KOE4 1.89 (48) 1.18 (30) 2.44 (62) 1.58 (40.13) 2.13 (54) 0.19 (5) 0.61 (0.91)
KOE5 1.89 (48) 1.50 (38) 2.56 (65) 1.97 (50) 2.17 (55) 0.23 (6) 0.87 (1.29)
KOE6 5.28 (134) 1.50 (38) 5.91 (150) 1.97 (50) 5.51 (140) 0.23 (6) 1.28 (1.90)

 

Specify part number 
with dashes

Example:
KOE1-30-12

Model Height Length

KOE1 30 12"

KOE1
KOE3

KOE4

KOE5/6

UNSUPPORTED LENGTH – FT (m)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

0

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

KOE SERIES – WEIGHT LOAD

KOE1-30 KOE5-10

SPECIFICATIONS
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CABLE AND HOSE CARRIERS

N
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RD  |  Enclosed-Style Plastic Carriers

KOE SERIES  |  NYLATUBE® STANDARD (enclosed-style carriers)

H

K

Pitch Length
KOE1=0.71 (18)
KOE3=1.38 (35)
KOE4=1.77 (45)
KOE5=2.17 (55)
KOE6=2.17 (55)

1/2 Total Travel1/2 Total Travel
Total Travel

R

Support Surface

Fixed End

Moving End

CL

Recommended Clearance Above Track 
KOE1=0.75 (19)
KOE3/4=1.50 (38)
KOE5/6=2.00 (51)

B

C

D

A

Q

M

CARRIER CROSS SECTION

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel, minimizing the required length. 

In cases where center mounting is not possible, add the distance offset from center to the carrier length calculation.

TOP VIEW: MOUNTING HOLE DIMENSIONS

Dynatect Recommends:   • 10% Cable Clearance   • 20% Hose Clearance   • 60% Maximum Fill

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

N SERIES | NYLATUBE® STANDARD (enclosed-style carriers)

N
YLATU

BE STA
N

D
A

RD  |  Enclosed-Style Plastic Carriers

Specify part number 
with dashes

Example:
N4-10-30-A/B

Model Height Length Flange 
Arrangement*

N4 10 30" A/B

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

N1 - 8 3.30 (84) 8.00 (203) 5.40 (137) 13.20 (335)
N1 - 13 5.91 (150) 13.20 (335) 8.00 (203) 21.30 (541)
N2 - 8 3.30 (84) 8.00 (203) 5.40 (137) 13.20 (335)
N2 - 13 5.91 (150) 13.20 (335) 8.00 (203) 21.30 (541)
N3 - 8D* 3.30 (84) 8.00 (203) 5.40 (137) 13.20 (335)
N3 - 13D* 5.91 (150) 13.20 (335) 8.00 (203) 21.30 (541)
N4 - 10 3.94 (100) 9.80 (249) 7.00 (178) 16.30 (414)
N4 - 18 7.87 (200) 17.70 (450) 10.70 (272) 28.70 (729)
N5 - 10 3.94 (100) 9.80 (249) 7.00 (178) 16.30 (414)
N5 - 10D* 3.94 (100) 9.80 (249) 7.00 (178) 16.30 (414)
N5 - 18 7.87 (200) 17.70 (450) 10.70 (272) 28.70 (729)
N5 - 18D* 7.87 (200) 17.70 (450) 10.70 (272) 28.70 (729)
N6 - 10D* 3.94 (100) 9.80 (249) 7.00 (178) 16.30 (414)
N6 - 18D* 7.87 (200) 17.70 (450) 10.70 (272) 28.70 (729)
N8 - 15 5.91 (150) 14.80 (376) 10.00 (254) 23.70 (602)
N8 - 27 11.81 (300) 26.60 (676) 15.90 (404) 42.20 (1072)

 

MODEL NO. A
inches (mm)

A1
inches (mm)

B
inches (mm)

C
inches (mm)

D
inches (mm)

WEIGHT
lb/ft (kg/m)

N1 0.90 (23) — 0.90 (23) 1.38 (35) 1.38 (35) 0.50 (0.74)
N2 1.34 (34) — 0.90 (23) 1.97 (50) 1.38 (35) 0.60 (0.89)
N3-D* 2.48 (63) 1.18 (30) 0.90 (23) 2.95 (75) 1.38 (35) 0.80 (1.19)
N4 1.42 (36) — 1.34 (34) 1.97 (50) 1.97 (50) 0.80 (1.19)
N5 3.39 (86) — 1.34 (34) 3.94 (100) 1.97 (50) 1.20 (1.79)
N5-D* 3.39 (86) 1.63 (41) 1.34 (34) 3.94 (100) 1.97 (50) 1.20 (1.79)
N6-D* 5.35 (136) 2.62 (67) 1.34 (34) 5.91 (150) 1.97 (50) 1.70 (2.53)
N8 5.28 (134) — 2.24 (57) 5.91 (150) 2.95 (75) 2.20 (3.27)

 

6.0
(8.93)

5.0
(7.44)

4.0
(5.95)

3.0
(4.46)

2.0
(2.98)

1.0
(1.49)

8.0
(11.91)

N1

N2

N3

N4

N5
N6

N8

UNSUPPORTED LENGTH – FT (m)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

0

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

N SERIES – WEIGHT LOAD

*Designates divided carrier.

*Specify for each: fi xed end/moving end.

SPECIFICATIONS

N3-8 with End Flanges: Type B/Type A

*Designates divided carrier.
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CABLE AND HOSE CARRIERS

N
YLATU

BE STA
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D
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RD  |  Enclosed-Style Plastic Carriers

N SERIES  |  NYLATUBE® STANDARD (enclosed-style carriers)

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel,  

minimizing the required length. In cases where center mounting is not possible,  
add the distance offset from center to the carrier length calculation.

MOUNTING FLANGE OPTIONS

FLANGE TYPE/
MODEL

C1
inches (mm)

D1
inches (mm)

Q
inches (mm)

T
inches (mm)

S
inches (mm)

Standard / N1 1.59 (40) 1.54 (39) 1 hole — —
Standard / N2 2.13 (54) 1.54 (39) 0.79 (20) — —
Standard / N3 3.11 (79) 1.54 (39) 1.77 (45) — —
Standard / N4 2.13 (54) 2.13 (54) 0.79 (20) — —
Standard / N5 4.09 (104) 2.13 (54) 2.76 (70) — —
Standard / N6 6.06 (154) 2.13 (54) 4.72 (120) — —
Standard / N8 6.06 (154) 3.11 (79) 4.72 (120) — —

Type A / N1 1.59 (40) 1.54 (39) 1 hole 2.49 (63) 3.18 (81)
Type A / N2 2.13 (54) 1.54 (39) 0.79 (20) 2.49 (63) 3.18 (81)
Type A / N3 3.11 (79) 1.54 (39) 1.77 (45) 2.49 (63) 3.18 (81)
Type A / N4 2.13 (54) 2.13 (54) 0.79 (20) 3.09 (79) 3.78 (96)
Type A / N5 4.09 (104) 2.13 (54) 2.76 (70) 3.14 (80) 3.83 (97)
Type A / N6 6.06 (154) 2.13 (54) 4.72 (120) 3.14 (80) 3.77 (96)
Type A / N8 6.06 (154) 3.11 (79) 4.72 (120) 4.07 (103) 4.76 (121)
Type B / N1 1.59 (40) 1.54 (39) 2.49 (63) — 3.18 (81)
Type B / N2 2.13 (54) 1.54 (39) 3.12 (79) — 3.81 (97)
Type B / N3 3.11 (79) 1.54 (39) 4.14 (105) — 4.83 (123)
Type B / N4 2.13 (54) 2.13 (54) 3.09 (78) — 3.78 (96)
Type B / N5 4.09 (104) 2.13 (54) 5.09 (129) — 5.78 (147)
Type B / N6 6.06 (154) 2.13 (54) 7.04 (179) — 7.73 (196)
Type B / N8 6.06 (154) 3.11 (79) 7.05 (179) — 7.71 (196)

 

H

K

R

Support Surface

1/2 Total Travel1/2 Total Travel
Total Travel

CL

Pitch Length
N1/N2/N3=1.38 (35)
N4/N5/N6=1.97 (50)
N8=2.56 (65)

Recommended Clearance 
Above Track=2.50 (64)

Fixed End

Moving End

A
C

B D

A1

Divided Carrier - Indicated With a "D"

C1
C1

C1

D1 D1 D1

0.59
(15)

1.03
(26)

2.38 (60)

0.26 (7)
[4 holes]

0.35 (9)
[4 holes]

T

Q

S

Q
S

0.35 (9) x 0.44 (11) 
Slots Typ.Q

Standard Flange Type A Flange Type B Flange

A
C

B D

A1

Divided Carrier - Indicated With a "D"

CARRIER CROSS SECTION

Dynatect Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

Dimensions in inches (mm)
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CABLE AND HOSE CARRIERS

KLE SERIES | NYLATUBE® STANDARD (enclosed-style carriers)

N
YLATU

BE STA
N

D
A

RD  |  Enclosed-Style Plastic Carriers

Specify part number 
with dashes

Example:
KLE1-10-36-STD/A

Model Height Length Flange 
Arrangement*

KLE1 10 36" STD/A

*Specify for each: fi xed end/moving end.

UNSUPPORTED LENGTH – FT (m)

7.0
(2.13)

5.0
(1.52)

3.0
(0.91)

1.0
(0.30)

6.0
(1.83)

2.0
(0.61)

4.0
(1.22)

0

10.0
(14.88)

AD
DI

TIO
NA

L L
OA

D 
– 

LB
S/

FT
 (k

g/
m

) 

8.0
(11.91)

6.0
(8.93)

4.0
(5.95)

2.0
(2.98)

KLE SERIES – WEIGHT LOAD

MODEL NO. A
inches (mm)

C
inches (mm)

WEIGHT
lb/ft (kg/m)

KLE1 3.00 (76) 3.75 (95) 1.25 (1.86)
KLE2 4.50 (114) 5.25 (133) 1.88 (2.80)
KLE3 7.00 (178) 7.75 (197) 2.92 (4.34)

 

SPECIFICATIONS

HEIGHT NO. R
inches (mm)

H
inches (mm)

K
inches (mm)

CL
inches (mm)

10 3.75 (95) 10.00 (254) 7.13 (181) 14.88 (378)
12 4.75 (121) 12.00 (305) 8.13 (207) 19.13 (486)
14 5.75 (146) 14.00 (356) 9.13 (232) 21.25 (540)
18 7.75 (197) 18.00 (457) 11.13 (283) 27.63 (702)
26 11.75 (298) 26.00 (660) 15.13 (384) 40.38 (1026)

 

(enclosed-style carriers)(enclosed-style carriers)

Length Flange 
Arrangement*

(enclosed-style carriers)

KLE3-10 KLE1-10
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KLE SERIES  |  NYLATUBE® STANDARD (enclosed-style carriers)

MOUNTING FLANGE OPTIONS

Dynatect Recommends:    
• 10% Cable Clearance    
• 20% Hose Clearance   
• 60% Maximum Fill

CARRIER SIDE VIEW

Travel/2 + CL (+ Offset Distance From Center*) = Length 
Dynatect recommends mounting the stationary end of the carrier at the center of travel,  

minimizing the required length. In cases where center mounting is not possible, 
 add the distance offset from center to the carrier length calculation.

1 2 3 4
Standard Mounting Bracket Arrangements

C
A

2.50
(64)

1.76
(45)

0.14 (4) Optional Separator

2.38
(60)

3.00
(76)

1.38 (35)

1.38 (35)

A-
0.67 (17)

0.34 (9) x 0.75 (19) Slots Typ.
0.34 (9) x 0.75 (19) Slots Typ.

3.38
(86)

NYLATUBE4.25
 (108)

0.28 (7) x 
0.63 (16) Slots Typ.

2.19
(56)Q Q

F1
G1

F2
G2

Optional "Ears” [Type B Flange]
Available Upon Request 0.35 (9) x 

0.44 (11) Slots Typ.

Standard Bracket (Mounting Holes Inward)

Female Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

Standard Bracket (Mounting Holes Outward)

Male Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

A-
0.85 (22)

A+
2.85 (72)

A+
1.83 (47)

A+
2.62 (67)

A+
1.62 (41)

3.00
(76)

2.38
(60)

C1 C2

2.38
(60)

3.00
(76)

1.38 (35)

1.38 (35)

A-
0.67 (17)

0.34 (9) x 0.75 (19) Slots Typ.
0.34 (9) x 0.75 (19) Slots Typ.

3.38
(86)

NYLATUBE4.25
 (108)

0.28 (7) x 
0.63 (16) Slots Typ.

2.19
(56)Q Q

F1
G1

F2
G2

Optional "Ears” [Type B Flange]
Available Upon Request 0.35 (9) x 

0.44 (11) Slots Typ.

Standard Bracket (Mounting Holes Inward)

Female Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

Standard Bracket (Mounting Holes Outward)

Male Flange: Type A
[Type B: Optional “Ears” Available Upon Request]

A-
0.85 (22)

A+
2.85 (72)

A+
1.83 (47)

A+
2.62 (67)

A+
1.62 (41)

3.00
(76)

2.38
(60)

C1 C2

1/2 Total Travel1/2 Total Travel

Total Travel

K

HPitch Length
2.13 (54)

Recommended Clearance
Above Track 2.00 (51)

Support Surface

Moving End

Fixed End

R

CL

CARRIER CROSS SECTION

FLANGE  
DIMENSIONS

Q
inches (mm)

C1
inches (mm)

C2
inches (mm)

F1*
inches (mm)

G1*
inches (mm)

F2*
inches (mm)

G2*
inches (mm)

KLE1 1.19 (30) 3.58 (91) 3.38 (86) 4.57 (116) 5.24 (133) 4.35 (110) 5.04 (128)
KLE2 1.97 (50) 5.05 (128) 4.88 (124) 6.02 (153) 6.71 (170) 5.85 (149) 6.54 (166)
KLE3 3.94 (100) 7.58 (192 7.38 (178) 8.55 (217) 9.24 (235) 8.35 (212) 9.04 (230)

 *Dimensions for optional Type B Flange with “ears”.

Dimensions for optional Type B Flange with “ears”

Dimensions in inches (mm)


